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Foreword

This Specification for Safety Circuits (SD-011) is issued by Nexteer Automotive. This specification was developed as a “how to”
document in support of the Nexteer Automotive Design-In Health and Safety Specification (SD-012), and is to be used for Nexteer as
a specification for manufacturing equipment design. The specification’s intent is to provide our plants with safe, well-designed, and
reliable safety circuits for industrial machinery and equipment. The specification was developed based on international standards, and
company specifications to:

- enhance safety.

- simplify and clarify those standards and specifications in order for equipment builders to comply at minimum cost.

- improve equipment reliability and maintainability.

- support lean manufacturing equipment.

- support design-in safety practices.

This shall be accomplished by using a risk assessment to identify equipment and process hazards. The “Hierarchy of Health and
Safety Controls” found in Nexteer Automotives Design-In Health and Safety Specification shall be followed to eliminate exposure to
these hazards. The ultimate goal is to support the operator.

The example circuits in the specification are based on currently available technology consistent with the international standard 1SO
13849-1 (EN 954-1). The specification is not intended to inhibit new technology. As an example, some of the circuits in the
specification are based on the use of redundant-input safety relays that could be replaced by other technology such as a safety-PLC.
Consequently, we expect and encourage all industrial equipment builders to notify us of any specification situation which, in their
opinion, inhibits the application of new technology. This approach allows new technology proposals to be evaluated as to their merit
and compliance to the principles of this specification.

The drawings in the specification are intended to show safety circuit category requirements. These drawings are not intended to
represent Nexteer Automotive drafting standards nor are they intended to show basic machine control design practices such as proper
wire sizes, circuit protection, and fluid power sizing.

The specification was based solely on the equipment, operations, processes and facilities of Nexteer Automotive. While we believe
that the specification provides a sound basis for the application of safety circuits on industrial machinery and equipment, it is only
intended for use within Nexteer operations. It should not be relied on for use at operations other than Nexteer, and Nexteer specifically
disclaims any liability should the specification be used outside its intended purpose.
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1 Scope and Purpose
1.1 Scope

1.1.1 The specification addresses the use of control systems as applied to equipment safeguarding, (examples include safety gate
circuits, light curtains, and two-hand control). Determining the required category of safety circuit is defined as a result of conducting a
risk assessment for the equipment. The Design-In Health and Safety Specification details the Nexteer Automotive risk assessment
process, including who conducts this risk assessment. The results of the risk assessment can include one or more different categories
for the safety related part of the control system (reference Chapter 2 of this specification): Category B, 1, 2, 3, or 4.

1.1.2 Emergency stop devices and circuits (e-stop) fall into the scope and purpose of this specification. E-stop circuits perform an
auxiliary stop function typically provided in addition to the machine’s safeguarding systems.

1.1.3 Fluid power (pneumatic and hydraulic) portions of a control circuit are subjected to the same design criteria as the electrical
portion to satisfy the requirements of the risk assessment and therefore fall into the scope and purpose of this specification. Merely
removing control voltage from the machine control motion valves does not ensure that a safe fluid power condition exists. The design
must also take into account the failure modes of the fluid power components when designing the safeguarding system. Therefore,
additional safety circuitry might be required to meet the category requirements of the risk assessment.

1.1.4 This specification is intended to document and illustrate the basic principles of well designed safety circuits. It should not be
considered as the sole source of safety circuit information. Additional information on safety circuits is available from device suppliers,
seminars, 1SO, IEC, and ANSI standards.

1.2 Purpose

1.2.1 This specification applies to the purchase of new equipment and control system rebuilds. It should not be implied that any
existing equipment be required to be retrofitted in order to comply with this specification, however, this specification does apply to
safeguarding modifications driven by a risk assessment conducted on existing equipment.

1.2.2 The use of safeguarding safety circuits does not replace well-established machine lockout procedures currently in place.

1.2.3 Each application is unique, and in all cases good engineering practices should be used. For safety device applications and
safety circuits not explicitly covered in this specification the principles established in this specification should be followed.

1.2.4 The use of the word “shall” indicates requirements and the use of the word “should” indicates recommendations. The use of
the word “may” indicates permission or allowance and the use of the word “can” indicates a possibility.

1.2.5 The user has the responsibility to ensure that all local, state and national laws, rules, codes and regulations relating to the use of
this specification in any particular application are satisfied.
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2  Safety Circuits — Circuit Categories:

ISO 13489-1 details the five categories of the Safety Related Part of the Control System (SRP/CS): Category B, and 1 through 4.
Category B is the basic category. In Categories 1, 2, 3, and 4, progressively improved safety performance is achieved through
component selection and the structure of the SRP/CS. Nexteer Automotive’s minimum requirements for the SRP/CS as derived from
ISO 13489-1 are as follows:

2.0 Category B requirements: 2.1 Category 1 requirements:

Standard control practices and components may be used.
1. Single channel circuitry is required.

2. SRP/CS inputs (sensing devices) may include standard
devices, such as proximity switches and limit switches.

3. The §afety circuit may be programmable, sugh as logic a. have positive-opening contacts, or
within a PLC. Hardwired relays are not required. b. be Tvne 2 ESPE rated
4. The final switching device may include standard control D¢ _yp_e_— rated, or
components, such as a PLC output. c. be a minimum Category 1 technology.
Exception: Two-hand control SRP/CS input device
requirements are noted elsewhere in this document.

3. The safety circuit shall be hardwired. All logic functions of
the SRP/CS shall be accomplished through industrial control
relays.

4. Final switching devices shall be hardware-components such
as industrial control relays, motor starter contactors,
pneumatic and hydraulic motion valves, or electronic
components such as servos when applied to a minimum
Category 1.

As a minimum:
1. Single channel circuitry is required.

2. The SRP/CS input devices shall meet a one of the following
three requirements. They shall:

Revision 18DE13 Page 2 of 51
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4. Final switching devices shall be hardware-components such
as:

a. safety-rated safety relay contacts.
b. an industrial control relay (or motor starter contactor).

c. an electronic component such as a servo when applied at a
minimum Category 2.

d. the pneumatic and hydraulic motion valves.
5. A feedback contact from the final switching device(s) shall

2.2  Category 2 requirements:

As a minimum:
1. Single channel circuitry is required.

2. The SRP/CS input devices shall meet one of the following
three requirements. They shall:

a. have positive-opening contacts, or
b. be a Type 4 ESPE rated device, or

c. be a minimum Category 2 technology.

Exception: Two-hand control SRP/CS input device
requirements are noted elsewhere in this document.

be wired into the feedback terminals of the safety relay.

Clarification: Pneumatic and hydraulic motion valves do not
require feedback into the safety relay.

3. The safety circuit shall be hardwired. All logic functions of
the SRP/CS shall be accomplished through safety relays
compliant to published component manufacturer’s literature
as a minimum Category 2.

Clarification: Safety devices such as certain light curtains
which include the safety relay functions do not in themselves
require an additional safety relay.

Revision 18DE13 Page 4 of 51



nexLeecr

AUTOMOTIVE

Specification for Safety Circuits

SD-011

Figure 2.2.a
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2.3 Category 3 requirements:

As a minimum: 4. Final switching devices shall be hardware-components such
1. Redundancy in the SRP/SC is required. as:
2. The SRP/CS input devices shall meet one of the following a. safety-rated safety relay contacts.

four requirements. They shall be: b. redundant industrial control relays (or motor starter

a. asingle device with two positive-opening contacts, or contactors) with mechanically-linked contacts.

b. two devices with one positive-opening contact each, or c. a fluid power blocking valve applied in conjunction with

the pneumatic or hydraulic motion valves.

c. a Type 4 ESPE rated device, or i
d. asingle hardware-component such as a servo or safety-

d.a ml_nlmum Category 3 technology. . _ rated fluid power blocking valve when rated and applied
Exception: Two-hand control SRP/CS input device at a minimum Category 3.

requwement§ are.z noted elsewherfe In this doc!Jment. ) 5. A feedback contact from each final switching device shall be
3. The safety circuit shall be hardwired. All logic functions of wired into the feedback terminals of the safety relay.
the SRP/CS shall be accomplished through safety relays

compliant to published component manufacturer’s literature
as a Category 3. Safety relay circuits shall include input
wiring short-circuit-detection.

Clarification: Safety devices such as certain light curtains
which include the safety relay functions do not in themselves
require an additional safety relay.

Clarification: A fluid power blocking valve requires
feedback into the safety relay; pneumatic and hydraulic
motion valves do not require feedback into the safety relay.
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2.4

Category 4 requirements:

As a minimum:
1. Redundancy in the SRP/SC is required.

2. The SRP/CS input devices shall meet one of the following
three requirements:

a.
b.
C.

two devices with one positive-opening contact each, or
be a Type 4 ESPE rated device, or

be a minimum Category 4 technology (that is to say one
input device is allowed if the device’s literature clearly

indicates it is Category 4 when connected in a Category 4
system).

Exception: Two-hand control SRP/CS input device
requirements are noted elsewhere in this document.

3. The safety circuit shall be hardwired. All logic functions of
the SRP/CS shall be accomplished through safety relays
compliant to published component manufacturer’s literature
at Category 4. Safety relay circuits shall include input wiring
short-circuit-detection.

Revision 18DE13

4. Final switching devices shall be hardware-components such

as:

a. safety-rated safety relay contacts.

b. redundant industrial control relays (or motor starter
contactors) with mechanically-linked contacts.

c. redundant fluid power blocking valves.

d. a single hardware-component such as a servo or safety-
rated fluid power blocking valve when rated and applied
at Category 4.

5. Feedback from each final switching device (including fluid
power blocking valves) shall be through a mechanically-
linked contact wired into the feedback terminals of the safety
relay.
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3 Application Requirements

Requirements organized by category (Category B, 1, 2, 3, and 4) are detailed in Chapter 2 above. The application requirements listed in
the following chapter apply to all safety circuit categories unless explicitly noted otherwise.

3.1 Machine logic (as a consequence of interrupting a safety device)

3.1.1 The safety circuit(s) shall not disable the control circuit cycle-overtime timer unless interrupting the safety device also aborts
the machine cycle.

3.1.2 Independent of the safety requirements for the safety circuits, the machine sequence logic should also give consideration to the
following:

- Hazards arising from short or long term cylinder movement due to leakage, or from uncontrolled movement due to re-pressurization
of cylinders that have been depleted of air, or equipment damage that can result from such an interruption

- Equipment damage that can result from allowing non-hazardous motions to continue
- Part quality if a process is stopped and/or started in mid-cycle

These considerations can in-turn affect the logical response to the drop-out of the safety circuit, but will never lower the category of a
safety circuit.

Note: Machine logic requirements for safety circuit diagnostics are not covered v
within this specification. A4CB o BSICRH aon BT B
—d o I I
3.2 Safety relay input circuits “ e |
: . : . |
3.2.1 Connecting several safety devices in series as inputs to the same safety relay — EU;QE” ; 5 o
shall follow the safety relay manufacturer’s literature. INTERLOCK SWITCHE  INTERLOCK SWITCHZ |
3.2.2 If four or more safety input devices are used, they shall be individually 9;;28“;@ 2080 E’i:ﬂ“; 2031 : s o
annunciated. I I |
21 31
3.2.3 Diagnostics on safety input devices shall be done via independent contacts = ,—f—o o—
(such as a separate non-safety-rated contact from the safety gate interlock to a PLC), | Figure 3.2.3 — Separate safety device contact
not with contacts used in the safety relay string. for individual device annunciation

3.2.4 When areset device is required for the safety circuit, the reset function shall
be implemented such that the hazardous motions cannot be reinitiated by a reset device being tied-down.

Note: Anti-tie-down is typically a function of the reset input or feedback input on a safety relay.
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3.3 Combined safety input circuits e
- - - - - - - - - - 3041 :_31_ - _E _:
Safety input circuits, combined in series, shall meet the most stringent circuit requirements as ! © 0 !
determined by the risk assessment. | |
. . . . . . 3060, %21 553 | 3061
Example: A risk assessment can document a light curtain application required to be UBHT CURTAN e | |
. - - - . - INTERLOCK
Category 3 and a side-access door application to be Category 2. If, to minimize components, R o e s | S|
the light curtain and door interlock switch are connected in series as inputs to the same R : e : »
safety relay then the door interlock circuitry also has to meet all Category 3 requirements. UGHT Comran | : © © :
GLEAR 2 |
3.4  Safety relay output contacts R L5
3.4.1 Safety relay output contacts shall be applied per the manufacture’s documented ) e ] o _
contact ratings. Note: Most safety relays have limited contact amperage ratings compared to | Figure 3.3 — Combined light curtain
the contacts on industrial control relays. and door interlock switch
314 ‘ |
314CB ESUCRM 1 14
- 3140 3141 | Ol 3142
44 <23) <e4> | |
315 ‘ |
216 3141 i Q—| — : 3160
Figure 3.4.1 — Overcurrent protection for safety relay contacts
3.4.2 For category 3 circuits and category 4 | |
circu_its, when additiqnal safety-rated contacts are :j s, esoce » o o s1450LPE LTI aLve
required, two expansion relay/contactors shall be e ! Remianinte
used o | e3 24 |
. . 318 4 Lo b o e IEIEEHATR C1URTNN
a. Each expansion relay/contactor shall be - | b | 308,321,
powered through a separate safety relay output. e L : O o : e EEEE“%;ER““
b. Two contacts, one from each expansion a9 2141 L5 Gue 5L
relay/contactor shall be used in series for each 20 L
power-feed or hazardous device interconnection. | .., | P s T ma WO aee o
- 156 CHAZARDOUS)
Figure 3.4.2 — Redundant expansion contacts
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3.5

A final switching device is the electro-mechanical control device (such as a contactor,
relay, or fluid power blocking valve) that removes power to the hazard. Regardless as
to how many devices are in series after the output of a safety relay, the final switching
device is the last device in the string. (Example: For a circuit in which a safety relay
removes power to an expansion timer which removes power to a contactor that
removes power to a motor, the final switching device is the contactor and not the
expansion timer). Since many machines have multiple types of hazards (electrical,
hydraulic, pneumatic, and other) many control systems will include multiple final
switching devices. The feedback contact from each final switching device checks that
this power removal device has properly shut-off when de-energized.

3.5.1 For Category B and Category 1 there are no feedback requirements.

3.5.2 For Category 2 or higher circuits a feedback contact from the final switching
device(s) shall be wired into the feedback terminals of the safety relay.

3.5.3 Additionally, for Category 3 the feedback contact from industrial control relays
or motor starter contactors applied as final switching devices shall be mechanically-
linked contacts, since this is practicable. The feedback contact from all other devices
applied as final switching devices is not required to be mechanically-linked.

Final switching device feedback requirements

Revision 18DE13

| |
PERIHETER: BeRD | |
[NTERLOCK, S%ITCH |

3041 |13
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| WMTFR
080 1
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3041 23 24, =10 CRILL
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Figure 3.5.2 — Final switching device
feedback contact
HAZLRTIOUS
AR _ON
PHEUMATIC a3
e
BIEEOLF1E #T

i

Figure 3.5.3 — Feedback sensor that is not
mechanically-linked
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3.5.4 Additionally, for Category 4 feedback from all final
switching devices shall be provided through mechanically-
linked contacts.

Exception: Feedback signals from final switching devices
that do not have mechanically-linked contacts shall be
designed per all of the following three requirements.

Note: This meets the reliability level of mechanically-linked
feedback contacts.

a. A contact from each feedback sensor (or final
switching device) shall control an industrial control relay
with mechanically-linked contacts (feedback relay) (see
relays 323CR and 324CR in figure 3.5.4.a).

b. A contact (typically normally-opened) from each
feedback relay shall be connected to the safety relay
feedback terminals (see 323CR and 324CR contacts in
figure 3.5.4.b).

c. A second contact from each feedback relay (typically
normally-closed, but required to be opposite-state to the
feedback contact above) shall be connected in the power-
feed line to the machine’s hazardous devices (see 323CR
and 324CR contacts in figure 3.5.4.c).

3.5.5 Final switching devices that meet the requirements
of Category 4 safety sub-systems are not required to
provide a feedback signal. (Example: A Category 4 fluid
power blocking valve does not require a feedback signal
into the safety circuit.)

Revision 18DE13

Figure 3.5.4 — Category 4 Feedback: Three requirements for non-

mechanically-linked final switching devices as follows:
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Figure 3.5.4.a - Feedback sensors controlling mechanically-linked

relays
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Figure 3.5.4.b - Feedback contacts into feedback terminals
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Figure 3.5.4.c - Opposite-state feedback contacts
in power-feed to hazardous devices
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3.6  Emergency stop applications

3.6.1 Emergency stop devices and circuits (E-stop) perform an auxiliary stop function
typically provided in addition to the machine’s safeguarding, unless otherwise documented on
the equipment’s risk assessment.

3.6.2 The E-stop function shall not be bypassed.

3.6.3 The E-stop circuit shall, as a minimum, be Category 1 when all other hazards have been
addressed and documented by a risk assessment.

3.6.4 E-Stop is often combined with the control Power On (Master Start) circuit, and/or
combined with a machine’s Category 2 perimeter guard door circuit.

3.6.5 E-stop pushbuttons shall comply with IEC 60947-5-5. They shall be a red mushroom-
head, the self-latching type requiring manual reset after actuation, and include background
(such as the identification tag) colored YELLOW.

3.6.6 Safety-rated cable-operated E-stop switches shall comply with IEC 60947-5-5. They
shall have a contact(s) that opens both when the cable is pulled or when cable tension is lost,
and have contacts that latch in the open position until the switch is manually reset.

3.6.7 E-stop devices shall be readily accessible, located at each operator control station as a
minimum.

3.6.8 E-stop devices shall be connected directly to a hardwired relay. The relay shall:
a. perform the required emergency stop function.

b. be reset (start) by a contact from the Master Start pushbutton, an E-stop reset pushbutton,
or a PLC contact output with logic initiated by an HMI reset button.

c. not be reset by pulling-out or twist-release of an E-stop pushbutton.
d. not reset on application of power.

3.6.9 Combining E-stop with other safety device input circuitry is permitted and shall meet
the most stringent category as determined by the risk assessment.

a. For Category 2: E-stop pushbuttons and cable-operated switches shall, at a minimum,
have one normally closed contact connected to the safety relay input.

EMERGENCY ig;g?
STOP N

1cr | NO E-STOP
5 RELAY
L er |

Figure 3.6.3 — Category 1 E-stop

}—_13_'?_—4 GUARD
| DOOR

?
EMERGENCY  GUARD
STOP INTERLOCK | CH1 : RELAY
®

|

| |

RESET |
|
1

|
[—°+°—‘1; RESET

Figure 3.6.4 — E-stop combined into
a Category 2 circuit

E-STOP  GUARD

INTERLOCK | CH-1

e —
RESET

|
Figure 3.6.9 — E-stop combined into
a Category 3 circuit

b. For Category 3 and 4: E-stop pushbuttons and cable-operated switches shall have two normally closed contacts connected to

separate safety relay inputs.
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3.7  Safety interlock switch applications

Safety interlock switch applications include all interlocked physical barriers such as interlocked guard doors, hinged guards, fencing,
gates, hand-operated and machine-operated access doors, mechanical point-of-operation guarding, perimeter guarding, and interlocked

mechanical components as documented on the risk assessment.

3.7.1 Safety interlock switches shall comply with EN 1088, IEC 60947- RTMETER CLARD
5-1, and IEC 60947-5-3. INTERLOCK SWITCH
Note: Solenoid-latching safety interlock switches compliant to EN 1088 et O 3v8Ls 3082
are latched when de-energized. @y @2

3.7.2 Safety interlock switches on Category 2, Category 3, and Category Figure 3.7.3 - Positive-
4 applications shall be connected into a safety relay. opening contact symbol

3.7.3 Safety circuit input contacts used from safety interlock switches on
Category 2, Category 3, and Category 4 applications shall be positive-opening.

3.7.4 A solenoid-position contact from solenoid-latching safety interlock switches shall be connected to
the machine control system for diagnostics and process control.

Note: Typically a factory-installed jumper from the solenoid-position contact to a safety contact exists, and
may need to be removed since the solenoid-position contact is not to be connected to the safety circuit.

XCS-ET3m o
NC + NC + NO

|

T |

|_|w.\ oy
AT T

Figure 3.7.4 — Solenoid
latching switch terminals

3.7.5 Power to unlatch a solenoid-latching safety interlock switch shall

/1’ UNLOCE
130LF14 OPERATOR

oooR:

include a normally-closed contact from CRM in parallel with any application T8, -

logical output. e

3.7.6 Safety interlock switches shall be located and mounted to minimize e

tampering. They shall not be easily defeated with ordinary hand tools or by o o e

tying down the actuators. " =] i

3.7.7 Solenoid-locking safety interlock switches require an unlock-override. | Figure 3.7.5 — Solenoid unlatch circuit

The switches shall be located such that the unlock-override can be accessed.
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3.7.8 When it is possible for a person to completely pass through , ,
an interlocked guard door, placing their body between that o | | s
interlocked guard door and the hazard, the following reset ﬁg&%@%ﬂﬁé& | | soss 1

requirements shall apply:

a. A safety interlock circuit reset device shall be provided. The
safety interlock circuit shall not be reset by the physical closure of
the safety interlock switch or by the return of line voltage (power-

up).
b. The reset device shall be positioned such that it cannot
be reached from within the protected area.

c. The reset device shall be positioned such that the entire
area protected by the perimeter guard is visible.

Exception: Where the entire area protected by the perimeter
guard is not visible from a single reset location, multiple
reset devices shall be installed. The location of these reset
devices shall be such to collectively allow viewing the entire
area protected by the perimeter guard. The number of reset
locations should be minimized. The reset devices shall be
connected to an appropriate safety circuits which is designed
to impose a certain reset sequence with specific timing.

d. Multiple, independent reset devices are permitted,
provided the entire area protected by the perimeter guard is
visible from each reset location.

e. Safety interlock circuit reset devices are permitted to be
control devices that also perform a different function, such
as the Master Start pushbutton, provided all the reset
requirements above are met.
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Figure 3.7.8.c — Perimeter guard pre-reset and reset application
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3.8 Light curtain applications

3.8.1 Light curtains shall be certified in compliance with IEC 61496-1 and IEC 61496-2.
3.8.2 For Category 1 the light curtain shall (at a minimum):

a. be a Type 2 ESPE device.

b. remove power to the final switching device through a hardwired circuit.
3.8.3 For Category 2 the light curtain shall (at a minimum):

a. be a Type 4 ESPE device.

b. include an output to a single channel safety relay or a single industrial control relay with feedback to the light curtain external
device monitoring terminals.

Note: Some light curtains have an embedded safety relay, or safety-rated relay output contacts, designed to the appropriate category
such that the machine hazards may be driven directly from these relays. They also include appropriate external device monitoring
terminals (feedback terminals).

3.8.4 For Category 3 and 4 the light curtain shall:

a. be a Type 4 ESPE device (at a minimum).
b. output to an appropriately rated safety relay or two mechanically-linked industrial control [ "peet e
relays with feedback to the light curtain external device monitoring terminals. :
. - MONITOR INPUT

Note 1: Some light curtains have an embedded safety relay, or safety-rated relay output 1° M ieemuss - ° Joir Gom
contacts, designed to the appropriate category such that the machine hazards may be driven FsD1 M
directly from these relays. They also include appropriate external device monitoring (feedback - s
terminals). e
Note 2: Light curtains that provide two solid-state output signals with short-circuit-detection

may be wired directly into two 24vdc safety relay inputs.
MPCE1 MPCE2

3.8.5 Light curtains shall be mounted in accordance with the safe distance formula. || DEVICES
Reference Annex B.

3.8.6  When it is possible for a person to completely pass through the light curtain, placing
their body between the light curtain and the hazard, the reset requirements from the Safety

Figure 3.8.4.b — Light curtain
control unit connected to
mechanically-linked relays

interlock switch applications in Section 3.7.8 above shall apply.
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3.9 PSDI applications

3.9.1 Light curtains used for PSDI:
a. shall meet all the requirements of the Light Curtain Applications section above.

b. shall cover only one opening of the machine.

Y OnE OpEning CAUTION!
c. shall not have Blanking implemented.

o . o . THIS MACHINE IS DESIGNED
d. shall have a minimum object sensitivity no greater than 25 mm (1.0 inches). TO OPERATE USING
Note 1: Cascading light curtains may be used, but mirrors shall not be used. PSDI

Note 2: ANSI B11.19 requires a minimum object sensitivity of no greater than 32 mm,
however Nexteer Automotive’s SD-007-GC further limits the minimum object sensitivity
for all light curtains to no greater than 25 mm (1.0 inches). BY

3.9.2 Light curtain safety distance calculations or tested safety placement distance ENTERING AND EXITING THE LIGHT CURTAIN
shall be documented on the hardware schematics.

3.9.3 PSDI shall not be implemented on full revolution mechanical power presses.
3.9.4 PSDI shall not be used on guard applications where an operator can pass

(PRESENCE SENSING DEVICE INITIATION)

Figure 3.9.5— PSDI caution sign

completely through the light curtain and stand between the light curtain and the hazard.

3.9.5 Each machine incorporating PSDI shall have a caution sign that indicates PSDI is being used per figure 3.9.5. The sign shall
use Black lettering on Yellow background. The sign shall be mounted in a position clearly visible to the operator.

3.9.6 PSDI Mode is a mode that allows machine cycle through the PSDI Armed function. Selection of PSDI Mode shall not enable
PSDI Armed nor shall PSDI Mode selection initiate any motion.

Note: Nexteer equipment typically includes two modes, Auto and Manual. PSDI Mode is a third mode. Only one mode shall be active.
3.9.7 PSDI Armed is the control function that makes a machine capable of going In Cycle, producing sequenced motions.

3.9.8 PSDI Armed shall be indicated with an indicator light. The light shall be mounted in a position clearly visible to the operator.
(such as near the caution sign required above). PSDI Armed may additionally be indicated on the operator HMI.

3.9.9 Operator initiation of PSDI Armed (cycle start switch initiation) is required after PSDI Mode selection, and after PSDI Armed
is disabled.

3.9.10 PSDI Armed shall be disabled when not in PSDI Mode, and when an E-stop, cycle overtime fault, light curtain field
interrupted prior to end of cycle, or other abnormal stop has occurred.

3.9.11 PSDI Armed shall also be disabled when the machine is not In Cycle for more than a preset time. The appropriate time setting
will depend on the application.
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3.9.12 Sensors shall be provided to detect that all parts are properly loaded before initiation of the machine cycle.

3.9.13 Initiation of the machine cycle shall occur only as the result of a specific sequence of events, such as parts present sensors
released, followed by parts detected as loaded in position (anti-repeat) and the light curtain’s field interrupted and cleared. Initiation of
the machine cycle shall not occur based only on cycling of the light curtain one or more times.

Revision 18DE13 Page 23 of 51



nexieer

Specification for Safety Circuits

industrial control relay, such that only one input circuit can be
active.
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12 4
s170 70O FLC
o 1328 | nomrits

(HAZARDOUS)

3041
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3.10 Bypassed and muted safety circuits
3.10.1 Bypassing a safety circuit with another safety circuit is
. . - +24900 DC_COUMON
permitted as documented on the risk assessment. Bypassing shall | [ ] [ere |
be accomplished either by combining (in parallel) the outputs i _ms__ 7
. . . . - 304CE
from the two safety circuits, or by combining (in parallel) two o com 3 20t o oy OPERATOR
. . . . . . +h Wy 4y SAFETY RELAY
safeguarding devices as inputs into one safety circuit. Example B |
- - - - - - - 2060 | FEL 533 X 2081
bypass circuits include a live-man switch application or two-hand e L rmm o o i
manual control. o _ o G sl 5|
3.10.2 Auto mode shall be inhibited when a safeguard is ik o l l
bypassed for any purpose other than normal machine cycle, such | | |
as set-up, calibration, tool change, and troubleshooting. 5 L :“o o : a
3.10.3 Safety inputs circuits, when combined in parallel, shall: x| e | an s s |
4= | i T = T o
a. meet the most stringent input circuit requirements. i l l
| LIVE—HAR
b. be selectable through mechanically-linked contacts from an BE ol | |
| |
| |
|
|

Example: For a live-man switch (enabling device) application,
provided to view limited machine motion while a point-of-
operation guard door is open, the risk assessment documents the
live-man switch application as Category 2 (allowing a single
input) and the point-of-operation guard door application as
Category 3 (requiring redundant inputs). Because of this
Category 3 requirement the live-man switch will also require
redundant inputs into the guard door safety relay.

304

S ——
FPEAKZLI4 4P

Figure 3.10.3 — Live-man switch bypassing guard door
inputs

3.10.4 For additional Category 2, 3, and 4 parallel input example circuits refer to the two-hand manual control requirements in

Section 3.13.
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3.10.5 Muting a safety circuit with another safety circuit is permitted as
documented on the risk assessment. I DPERATOR
) . L. . @dy @4y ‘ I ]SJREETY RELAY
a. Muting shall be accomplished by combining (in parallel) the two | I cenane sir3es,
N .ty soen | 521 £33 | 5o, WHEEL OFF
safety circuit’s outputs. P woom | ! im
R . . . . INTERLOCE SWwITCH ‘ |
b. Muting shall meet the most stringent circuit requirements as S WS | 32 S| gy EPED
determined by the risk assessment, including final switching device and e } o :
- | 3100 2101
feedback requirements. | ‘ |
Example: For an operator-loaded grinder, both an inner door and outer & | am | s |
door provide for operator protection during loading and part-processing o Lgg—-
respectively. The risk assessment documented both door applications. 41 ro BE_} SRINDING WHEEL
When the outputs of these safety circuits are integrated in parallel, each \ | Sor ke, LT
circuit has to be implemented to the most stringent category of the two o F G e T
applications including that category’s final switching device and B
feedback requirements. s e
3.10.6 Muting the point-of-operation guard during the machine s ot
load/unload is required for Category 3 pneumatic blocking valve o i PP
. . . . . . | |
applications. Refer to Annex C for the required muting circuit. P
3041 SD;?R 3240 356 TO GRINDER
“33:4;;" {zaroUs
(1‘.3)I I(1.4)
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Figure 3.10.5 — Category 3 automatic inner door
output, in parallel with a Category 3 outer operator
door output
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3.11 Two-hand control — general

The following are requirements for two-hand control, whether applied as machine cycle initiation or applied as manual control.
3.11.1 Two-hand control devices shall be design, constructed, and arranged to:
a. protect against unintended or inadvertent operation of the machine.

b. require the use of both hands for actuation (separation such that the operator cannot operate the two devices by the use of one
hand and the elbow, or other portion, of the same arm).

c. be located at a distance from the nearest hazard such that the operator cannot reach the hazard before cessation of hazardous

motion. Reference Annex B.

COMMON

3.11.2 Limit switches shall not be used for two-hand control operators. Note: Limit switches N cRi | CYCLE
applied as two-hand control are too easily defeated. ? O Rechv
3.11.3 Two-hand control circuits shall be designed such that: | om [P

a. continuous concurrent actuation by both hands is required during the hazardous situation. T Y }

b. machine operat_ion s_hall cease upon the release of either one or both of the control devices —Tﬁ i

when hazardous situations are still present. o F-- _SJI
3.12 Two-hand control - machine cycle initiation ! Lot
Note: Two-hand control implemented for machine cycle initiation, documented in the risk Em
assessment as “frequent exposure”, will require either a Category 1 or a Category 3 (or 4). 1
3.12.1 Category 1 two-hand cycle initiation shall:

a. be hardwired, as a minimum, per figure 3.12.1. Figure 3.12.1 — Category 1 two-

b. require the release of both control devices before machine operation can be reinitiated. hand machine cycle initiation

c. require the control devices be actuated within a time limit of each other, not exceeding 2.0 seconds. Where this time limit is
exceeded, both control devices shall be released before machine operation can be initiated.

3.12.2 Category 3 and Category 4 two-hand cycle initiation shall:
a. require the use of a two-hand control safety relay of the appropriate category.
b. require final switching device(s) and feedback circuits implemented to the appropriate category per Chapter 2.

Note: Anti-tie-down and control device input concurrency time of 0.5 seconds are included within Category 3 and Category 4 two-
hand control safety relays.

3.12.3 For all categories, consecutive machine cycles shall not result even though both control devices are continuously actuated.
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3.13 Two-hand control — Category B two-hand manual control

Note: Category B two-hand manual control circuits are typically implemented as a bypass gommoN crt | MANUAL
on equipment that includes a Category 1 point-of-operation guard. >%s O SOMON
3.13.1 Category B two-hand manual control shall be implemented as a Category 1 two-hand o1 C e
control per the following conditions. It shall: — I
—— —p |
a. be hardwired, as a minimum, per figure 3.13.1. — v !
. . . |
b. include pushbuttons on the machine HMI as the second control device. PONT-0%.0P N ___J:
c. require the release of both control devices before the next manual motion command can N Lo T
be initiated. — ja—p
d. require the control devices be actuated within a time limit of each other, not exceeding s s
2.0 seconds. Where this time limit is exceeded, both control devices shall be released
before the next manual motion command can be initiated.
Note: Category 1 two-hand manual control applications do not exist / are not covered b .
. regory PP y Figure 3.13.1 — Category B two-hand
this specification.
manual control
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3.14 Two-hand control - Category 2 two-hand manual control

Note: Category 2 two-hand manual control circuits are typically implemented as a bypass
on equipment that includes a Category 3 (or 4) point-of-operation guard, although they can
also be used to bypass a Category 2 perimeter guard.

3.14.1 Category 2 two-hand manual control circuits shall be implemented as redundant,
parallel inputs into the guard safety relay.

Note: If the guard is a light curtain, the light curtain will have to be implemented as
redundant inputs into a safety relay (and not the industrial control relay option allowed in
Section 3.8.4.b) such that the Category 2 two-hand manual control can be implemented.

Note: If the guard is a Category 2 perimeter guard, the guard will have to be implemented
as redundant inputs into a safety relay such that the Category 2 two-hand manual control
can be implemented.

3.14.2 The two-hand control inputs shall consist of one Two-Hand Common pushbutton and
one PLC output relay labeled “Manual Motion Command”.

a. Both the Two-Hand Common pushbutton and the Manual Motion Command relay shall
have contacts run to separate PLC inputs for machine logic and diagnostics.

1
30E0 I @511

ALLOW CAT 2 PERIMETER GUARD |
EVPASE INTERLOCE SWITCH

O2.ACR O F08LT |

2081 3080

A :_)ﬁ;*‘:j—qp—l_(gSilE
) TWO-HAND oy T oo

COMMOM |

0z.1CR T I |
2090 =
309PE

2100

|ozat
|

|
I
|
]
|
|
I 312

S22

Oz.1CR
|

312 @

MAHUAL MOTIOW %31 320 |
COMMAND RELAY |

0Oz.1CR 3130 IIIE;E:I:R

— 1 T

I
Figure 3.14.1 — Category 2 two-hand

manual control bypass parallel inputs

b. The Manual Motion Command output logic shall be driven by the HMI through logic functionally equivalent to figure 3.14.2.b.
c. The PLC logic shall require the release of both control devices (the Two-Hand Common and HMI pushbutton) before the next

manual motion command can be initiated.

d. The PLC logic shall require the two-hand control devices be actuated within a time limit of each other, not exceeding 2.0 seconds.
Where this time limit is exceeded, both control devices shall be released before the next manual motion command can be initiated.
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The following three rungs set up the output for
the MANUAL MOTION COMMAND RELAY,
which is the second input to the two-hand safety relay
hAHUAL CLOSE lMN AL
MWODE PART CLAWP Hidl PB
SELECTED [HWI PE) PRESSED
hinde B[] Ianual_PE[0] Safety_A[7]
: 1E I E
OPEN
FART CL&WP
[HMI FEY
harual_PB[1]
1F
RAISE
FROWT TOOLING
SLIDE
(HKl PEY
hianual_PB[2]
I E
LOWER
FROMWT TOOLING
SLIDE
(HI P
hanual _PB[3]
hAHLUAL To-HARD hAKH AL TO-HAHD
MWODE COhbdOH COMCURRANCE
SELECTED PB TIMER
hinde B[] ns TN
i J F ] F Timer On Delay EN 73—
Timer Saf T OH
MANUA oo e
PRESSED Foeum he
Satety B[]
b LAL TuWo-HAND AN UAL TW'0-HAND flMN UAL MAOTION
Hhdl FB [gu] T, n]y] CONCURRANCE CoOnhisHD
FRESSED PR TIMER REL&Y
Safety_B[Z] s Safety_T[1].0NH iz
7 I E I E I
hASK WAL MWOTION
COhlamD
RELAY
0zz2
1F
Figure 3.14.2.b —Category 2 Manual Motion Command Relay output logic
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3.14.3 The redundant parallel inputs (two-hand control or guarding) shall be selectable 3060 4 ooy
through mechanically-linked contacts from an industrial control relay labeled “Allow ALLDW CAT 2 CERINETER GUARD i
Category 2 Bypass” such that only one input circuit can be active. EYPASS INTERLOCE SWITCH
o2.ACR 2081 % 308LE  gpg

a. Normally-open contacts shall enable the two-hand control inputs; normally-closed
contacts shall enable the guarding inputs.

b. The Allow Category 2 Bypass relay shall be driven by PLC output logic
functionally equivalent to figure 3.14.3.b.
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Figure 3.14.3 — Allow Category 2 Bypass

relay
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The following three rungs set up the output for

the ALLOW CATEGORY 2 BYPASS relay

MaHUAL REQUEST

hlsMH LAL TuwWd-HAND
MODE COnAON TO BY-PASS
SELECTED FB DooR
tdode_B[0] 4 Safety_A[0]
2 J E JE
J L J L
haH LAL
Hhdl PB
PRESSED
Safety_B[2]
1E
4 C
haHUAL MODE
SELECTED
OMESHOT
Safety_B[1]
——ONs }—
haNUAL REQUEST MM UAL MOTION
TO BY-PASS HOT REQUESTED
ooor TIMER
Safety_B[0] Safety _T[0].OM
1E 3/ E
J L 0
Tui0-HAND hAHLAL hlAHUAL MOTION
C OO N Hhil PB WOT REQUESTED
PB PRESSED TIMER
1.5 Satety_B[2] TOH
3 3 E 3 E Timer On Delay |:§ EN 37—
Timer Safety T[] OH—
Preset 0000 (-I
Focum 1] i-l
hlsMH LAL WA AL REQUEST CATEGORY 2
WODE TO BY-PASS BY-PASE
SELECTED DOoR RELA&Y
hdode_R[0] Safety_B[0] 0z.1
4 J E J E
1 C 1 L

Figure 3.14.3.b —Category 2 Allow Category 2 Bypass relay output logic
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3.14.4 For Category 2 two-hand manual control bypass of a Category 3 or Category 4 ! !
point-of-operation guard, the final switching device and feedback circuit requirements ﬂ‘—@ﬂ pavpaEe |
are determined by the risk assessment for the point-of-operation guard, as either | |
Category 3 or Category 4 per Chapter 2. 3060 | | PERIMETER GLARD
) . Lo . —fa3l | RESET
Note: If a solenoid-locked door was implemented to eliminated the blocking valve(s) for | | 307FB
a Category 4 point-of-operation guard, then the addition of a Category 2 two-hand | | 080 -
manual control bypass includes the requirement of the blocking valve(s). T asie | L
3.14.5 The Category 2 two-hand manual control bypass of a Category 2 perimeter | | S
guard will typically require the bypass of the Reset button, but shall never bypass the 300 | o |
feedback from any final switching device. | |
3123 : e ssio : 3120 BLE‘\}TN 3121
j | |
| |
Figure 3.14.5 — Category 2 two-hand
manual control bypass of reset button
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3.15 Pneumatic applications

HAZARDOUS MOTIONM DIRECTION

3.15.1 Category B, Category 1, and Category 2 pneumatic safety
circuit requirements are met by the removal of electrical power to

-—
RETRACT ~ ADVAMCE

HAZ&ARDOLE
ATR

OM
the motion valves per the electrical requirements of the category. E’L;EL%E:JEC e ISAGA
3.15.2 Category 3 circuits require a blocking valve used in B1GSOLFIE = 1=

conjunction with the motion valves.

Note: A single Category 4 rated blocking valve may be used in
place of a standard blocking valve and final switching device
feedback circuits.

3.15.3 For Category 3 circuits, the blocking valve is not required
when both of the following conditions are met:

a. The risk reduction method is a solenoid-locked door, locked closed preventing personnel HResE
from opening the door until the hazards cease, and

14 e
b. the motion valves are not capable of initiating hazardous motion without being given an }
electrical command. The Festo VTSA series of valves listed in Nexteer Automotive’s SD- .
007-GC meet this requirement.

3.15.4 Category 3 motions with hazards in only one direction do not require a blocking valve

ADNVANCE SLIDE
REDUNDANT
4 D=2l8ILPIA

Figure 3.15.2 —
Category 3 pneumatic
blocking valve

2
ol
3

ADVANCE SLIDZ

Figure 3.15.4 — Permitted circuit for
Category 3 hazard in one direction

when the motion is controlled by a two single-solenoid valve circuit designed per figure 3.15.4.

3.15.5 Category 4 circuits require the use of a blocking valve selected from the Safety
Valve section of Nexteer Automotive’s SD-007-GC.

PR | [mamE
3.15.6 For Category 4 circuits, the blocking valve is not required when all three of the 321500 P2 yRbyE Ok
following conditions are met: ﬁ
a. The risk reduction method is a solenoid-locked door, locked closed preventing ]“@L_ N Py
personnel from opening the door until the hazards cease, and | [ | Ir--SJ J. SLIDE |
b. manual motions require the solenoid-locked door to be locked closed, and Pl | L1 '
: o . . : 7 1A
c. the motion valves are not capable of initiating hazardous motion without being é}ﬂ R 3
given an electrical command. The Festo VTSA series of valves listed in Nexteer

Automotive’s SD-007-GC meet this requirement.
(Category 3 and Category 4 blocking valve requirements continue on the next page)
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Figure 3.15.5 — Category 4 pneumatic

blocking valve
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3.15.7 For Category 3 and Category 4 circuits, blocking valves
shall:

a. exhaust when in the electrically de-energized state.

b. include feedback circuitry meeting the feedback
requirements in Section 3.5.

c. include diagnostic input to the PLC (if a status switch or
diagnostic indication is provided with the blocking valve).

d. be mounted according to the manufacturer’s
recommendations and as close to the motion valves as possible
to minimize stop time. Refer to Annex B. Note: This includes
minimizing line volumes.

3.15.8 For Category 2, 3, and 4, system filtration shall be
provided such that the air quality meets 1ISO 8573-1 class
5.5.5.7.4 as a minimum. Note: Use of filters from the Air
Preparation section of Nexteer Automotive’s SD-007-GC is one
method of meeting this 1SO classification.

3.15.9 Piston rods shall be equipped with rod wipers and
scrapers wherever possible to minimize contamination
ingression.

3.15.10 Exhaust mufflers shall be sized and plumbed such that
they do not restrict the flow of the safety exhausting function.
3.15.11 Motion valves (or directional valves) shall be mounted:

a. such that the main spool and pilot spools are in the
horizontal position to prevent the effects of gravity from
influencing the valves operation and causing motion.

b. as close to the actuator(s) as practicable to minimize stop
time. Refer to Annex B. Note: Line lengths between the motion
valves and actuator should be 18 inches or less.

3.15.12 Motion valves shall be selected based on the motion
desired when the electrical command signal is removed.

Revision 18DE13

a. Single solenoid valves are allowed for control of actuators
with strokes less than 3 inches when the desired action is a
return to the home position. An example is a conveyor stop that
engages the pallet upon loss of the electrical command.

b. Single solenoid valves are allowed for control of actuators
with strokes longer than 3 inches when there is no hazard in
the electrically de-energized position.

c. The use of double solenoid detented valves is discouraged.
Double solenoid detented valves are allowed for control of
actuators with strokes less than 3 inches when the desired
action is to maintain the last commanded position such as
some clamp applications. Hazards shall be eliminated such that
personnel cannot enter the hazardous motion before it stops.

Note: Mechanical means of eliminating the pinch point can
include - tooling design such that pinch points are inaccessible
(within the tooling), or tooling design such that the part covers
any pinch points, or the addition of a fixed guard located at
the pinch point. A method of removing the stored energy can
include the addition of a blocking valve.

d. Double solenoid three-position valves with an exhaust
center spool configuration shall be used for control of
actuators with strokes exceeding 3 inches and for stopping the
actuator motion in mid-position by removal of the electrical
command signals.

e. Double solenoid three-position valves with an exhaust
center spool configuration are allowed for all other
applications.

f. Blocked center valves shall not be used. Note: Blocked
center valves can create stored energy on both sides of the
actuator creating potential for injury should one of the sides
have a leak.
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3.16 Hydraulic applications

3.16.1 Category B, Category 1, and Category 2 hydraulic
safety circuit requirements are met by the motion valves upon
the removal of electrical power at the appropriate category.

3.16.2 Category 3 circuits require a blocking valve used in
conjunction with the motion valves.

3.16.3 For Category 3 circuits, the blocking valve is not
required when both of the following conditions are met:

a. The risk reduction method is a solenoid-locked door,
locked closed preventing personnel from opening the door
until the hazards cease, and

b. the motion valves are not capable of initiating hazardous
motion without being given an electrical command. The

BLOCKING
WHLWE
Z1GE0LHE

SPOOL
FEETBACK
22ILE

e

Figure 3.16.2 — Category 3
hydraulic blocking valve

hydraulic directional control valves listed in Nexteer Automotive’s SD-007-GC meet this

requirement.

3.16.4 Category 4 circuits require redundant blocking valves, or

a Category 4 blocking valve.

3.16.5 For Category 4 circuits, the blocking valve is not
required when all three of the following conditions are met:

a. The risk reduction method is a solenoid-locked door, locked
closed preventing personnel from opening the door until the

hazards cease, and

b. manual motions require the solenoid-locked door to be
locked closed, and

c. the motion valves are not capable of initiating hazardous
motion without being given an electrical command. The
hydraulic directional control valves listed in Nexteer
Automotive’s SD-007-GC meet this requirement.

Revision 18DE13
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Figure 3.16.4 — Category 4
redundant hydraulic blocking valves

3.16.6 For Category 3 and Category 4 circuits, blocking valves

shall:

a. block the hazardous energy supply when in the electrically

de-energized state.

b. include feedback circuitry meeting the feedback
requirements in Section 3.5.

c. include diagnostic input to the PLC (if a status indicating
switch or diagnostic indication is provided with the blocking

valve).

d. be mounted according to the manufacturer’s

recommendations.
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3.16.7 Hydraulic circuits requiring blocking valve flows greater than 20 GPM
shall use a cartridge valve(s). o _7 _r____:___ﬂ [FRARIF STATION 81
3.16.8 System filtration shall be provided to limit the in-service particulate Lo Y] wa L BLOCKING \ALVE
contamination level to values appropriate for the safety circuit components. The ! i . BE i | EL AR
contamination level shall be expressed in accordance with 1SO-4406. Reference T T
ISO-4406 Table VI, and Table VII partially re-printed herein (based on A O S AR S EE’%&EQLI@;;@WG
manufacturer’s recommendations). L o i | LR
. < - > FLUG PLUG
System Pressure: < zloégg/lggl 2330-:’%0'\3?& > 320103/'5; Oy $Er et | $iEs° Oz ?Y ,
Valves: <140bar | 140-210bar | > 207 bar | — T :
Directional (solenoid) 20/18/15 19/17/14 18/16/13 N B N
Check 20/18/15 20/18/15 19/17/14
Cartridge 19/17/14 18/16/13 17/15/12 | !
Screw-in 19/17/14 18/16/13 17/15/12
Proportional directional (throttle) 17/15/12 17/15/12 16/14/11*
Proportional cartridge 17/15/12 17/15/12 16/14/11* o o
Proportional screw-in 17/15/12 17/15/12 16/14/11* v
Servo 16/14/11* 16/14/11* 15/13/10* D AZARDOLS FORTION
*Requires precise sampling practices to verify cleanliness levels. FROM HYCRAULIC SUPPLY OF WACHINE
Figure 3.16.8 - Hydraulic Filtration - 1ISO-4406 Table VII.1 (partial) Figure 3.16.7 — Cartridge valve as high GPM

3.16.9 Piston rods shall be equipped with rod wipers and
scrapers wherever possible to minimize contamination
ingression.

3.16.10 A check valve(s) shall be installed in the hydraulic tank
line(s) to prevent fluid from draining to the tank creating an
uncontrolled (motion) hazard. Note: The check valve should not
have more than 35 kPa (5 PSI) cracking pressure.
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3.16.11 Motion valves (or directional valves) shall be mounted
so that the main spool and pilot spools are in the horizontal
position to prevent the effects of gravity from influencing the
valves operation and causing motion.

3.16.12 Motion valves shall be selected based on the motion
desired upon the loss of the electrical command signal.

a. Single solenoid valves are allowed for control of actuators
with strokes less than 3 inches, when the desired action is a
return to the home position. An example is a conveyor stop that
engages the pallet upon loss of the electrical command.

b. Single solenoid valves are allowed for control of actuators
with strokes longer than 3 inches when there is no hazard in
the electrically de-energized position.

c. The use of double solenoid detented valves is discouraged.
Double solenoid detented valves are allowed for control of
actuators with strokes less than 3 inches when the desired
action is to maintain the last commanded position such as
some clamp applications. Hazards shall be eliminated such that
personnel cannot enter the hazardous motion before it stops.

Note: Mechanical means of eliminating the pinch point can
include - tooling design such that pinch points are inaccessible
(within the tooling), or tooling design such that the part covers
any pinch points, or the addition of a fixed guard located at
the pinch point. A method of removing the stored energy can
include the addition of a blocking valve.

Revision 18DE13

d. Double solenoid three-position valves with exhaust (float)
center spool configuration shall be used for control of
actuators with strokes exceeding 3 inches and for stopping the
actuator motion in mid-position by removal of energy.

e.

f.

Double solenoid, three-position valves with exhaust (float)

center spool configuration are allowed for all other

applications.

Blocked center valves shall not be used. Note: Blocked

center valves can cause motion due to the internal leakage

from P to both A and B within the valve.
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3.17 Control of suspended vertical loads (due to gravity)
On electrical applications, brakes may be required to stop or hold suspended vertical - ":'
loads if mechanical devices such as shot pins or counter-balance weights have not been > o
provided. Note: Suspended vertical loads shall be controlled by a mechanical device when %’_ 4
the application is outside the design constraints of the brake. \/ v g

On fluid power applications, control devices such as PO check valves, rod-locks (rod
brakes), and counter-balance valves, may be required to stop or hold suspended vertical
loads if mechanical devices such as shot pins or counter-balance weights have not been
provided.

3.17.1 Fluid power circuits for suspended vertical loads shall include PO check valves.

a. Pneumatic and hydraulic PO checks shall be installed as close as practicable to the
actuator’s port that supports the suspended vertical load.

Figure 3.17 — Suspended vertical load

b. Pneumatic PO checks require a meter-out flow control to be installed between
the PO check and the actuator.

c. Pneumatic PO checks shall be installed between the meter-in flow control and
the actuator.

d. Pneumatic PO checks that do not automatically vent their downstream
pressure on a loss of the incoming supply require additional provisions to
manually exhaust stored energy. Warning tag(s) shall be documented on the
drawings and be placed next to each PO check on the machine. PO check
locations should be documented on the lockout placard.

e. Hydraulic PO checks shall not be used on single rod cylinders where
intensification could exceed the rating of components. Note: Failure of the
check to open on single rod applications, or the sudden stopping of fast moving
loads, can cause intensified pressures that exceed the working pressure ratings
of the cylinder or PO check. An exception may be made where a safety relief is

NOTE:

TRAFPED AIR MY BE PREIEMT
AFTER TURNING OFF SAFETY
EXHAUST WALVE. MECHANICALLY
SUPPORT LJAD IF NECESSARY
AMD DEPRESS MANUAL OWER—RIDE
BEFORE SERWICING.

THIS NOTE MUST BE FLACED MEXT TO

CWUNDER AND ON LOCKDUT PLACARD.

DESCRIPTION
RAISED
TePEPRLS

o

LESCRIPTICN
LOWERED

/-*
Figure 3.17.1 — Pneumatic PO check circuit

installed between the cylinder and the PO check. A better solution to this is a
counter-balance valve which has an integrated relief valve.
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3.17.2 Fluid power circuits for suspended vertical loads greater than 35 pounds shall include an additional control device such as a
rod lock or a hydraulic counter-balance valve. Alternatively, suspended vetical loads can be controlled by a mechanical device such
as a shot-pin or counter-balance weight. Note: Suspended vertical loads shall be controlled by a mechanical device when the
application is outside the design constraints of the control device.

3.17.3 Rod-locks shall:
a. be rated for dynamic stopping.
b. be applied per manufacturer’s recommendations.

c. include a PO check valve in the actuator circuit for pneumatic applications, meeting the requirements of Section 3.17.1. Note:
This PO check provides control of the load during the transition period between the release of the rod-lock and energization of the
motion control valve.

3.17.4 Hydraulic counter-balance valves shall include:

a. an internal relief function set 300 PSI above that required to suspend the load.

b. amanual means of relieving the trapped pressure. Note: Some counterbalance valves are provided with a manual override.
3.17.5 Gon tippers are special vertical load

applications that require velocity fuses. The gon - — S GO Rersen
tipper circuit shall include:
LOWER GOMN RAISE GON

a. veleocity fuses installed as close as e iniin o]
practicable the actuator’s port that supports the | _ A _
suspended vertical load. &7

b. rigid conductors between the velocity fuse W ©vemeTy Fuses s

BE PLACED JIRECTLY

and the actuator port' e TP INTO CYLINIER PORTE.

Note: These velocity fuses are one method of 1
reducing the whipping hazard caused by a = A
ruptured hose.

GO LCWERED
ELE

152 |

Figure 3.17.5 — Gon tipper velocity fuse circuit
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A Annex A

Al

A2

A3

A4

AS

A6

Glossary

ANSI:  An acronym used as part of a standards
publication number; in this case a document by the
American National Standards Institute.

anti-tie-down: A term used typically in the
requirements of two-hand control requiring the release of
both control devices before machine operation can be
initiated. The term is also used in the reset requirements
on safety relays requiring the transition of the reset input
before the relay will reset.

blocking valve: A valve that enables fluid power (such
as pneumatic or hydraulic) to the motion valves for
hazardous devices. In the electrically de-energized state
this valve will exhaust, block, and/or dump fluid power
based on the application and fluid power type. For ease
and consistency the term blocking valve has been used
throughout this document. This term is not to be
confused with the term safety valve when used within
this document, although a safety valve is a specific type
of blocking valve.

bypass (also bypass, bypassing): To render ineffective
any safety related function of the control system or
safeguarding device. (ANSI B11.19:2003)

category (or categories): Classification of the safety-
related parts of a control system in respect of their
resistance to faults and their subsequent behavior in the
fault condition, and which is achieved by the structural
arrangement of the parts, fault detection and/or by their
reliability. (1ISO 13849-1:2006)

control lockout solution:  The term refers to a
Hazardous Energy Control system used on rare and
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A7

A8

A9

A.10

All

specific equipment/processes to provide a reliable safety
system for personnel to enter a work cell when it is not
practical to lockout the complete equipment. Refer to
SD-012, Nexteer Automotive Design-In Health and
Safety Specification, for complete requirements.

EN: An acronym used as part of a standards publication
number; in this case a European Normative standard.

ESPE: An acronym used in place of Electro-Sensitive
Protective Equipment. An assembly of devices and/or
components working together for protective tripping or
presence-sensing purposes and comprising (as a
minimum) a sensing device, controlling/monitoring
devices and output signal switching devices. (IEC 61496-
1:1997)

enabling device: A manually operated device which,
when continuously activated, permits motion. See live
man switch. (ANSI B11.19:2003)

exposure: One of three input factors to the risk
assessment process, documenting frequency and/or
exposure to a hazard for each task-hazard combination as
either frequent or infrequent.

external device monitoring: A means by which an
ESPE monitors the state of control devices which are
external to the ESPE. See feedback. (IEC 61496-1:1997)
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A.l2

A.13

Al4

A.15

A.16

A.l7

A.18

feedback: The safety function which ensures that a
protective measure is initiated if the ability of a
component or an element to perform its function is
diminished or if the process conditions are changed in
such a way that a decrease of the amount of risk
reduction is generated. Alternative terms include monitor
(monitor: 1SO 13849-1:2006). For ease and consistency
the term feedback has been used throughout this
document.

feedback contact: The control signal from a final
switching device indicating the performance of it
switching  function.  Typical  signals  include
mechanically-linked contacts, spool position sensors, or
fluid power pressure sensors.

feedback terminals: The input terminals on safety
relays, or external device monitoring terminals on
ESPEs, for connection of the final switching device
feedback contacts to accomplish the feedback function.

final switching device: The electro-mechanical control
component of the machine’s safety related control system
that interrupts the circuit to the primary control element;
that is to say removes power to the hazard. (IEC 61496-
1:1997 adapted)

IEC: An acronym used as part of a standards
publication number; in this case an International
Electrotechnical Commission standard.

ISO: An acronym used as part of a standards publication
number; in this case an International Organization of
Standards document.

interlocked guard door: A barrier, or section of a
barrier, interlocked with the control system to prevent
inadvertent access to the hazard during normal machine
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A.19

A.20

A2l
A.22

A.23

A.24

operation. Alternative terms include hinged guards,
fencing, gates, hand-operated and auto-operated access
doors, mechanical point-of-operation guarding, perimeter
guarding, and interlocked mechanical components.

live-man switch: An enabling device that requires the
operator to hold the switch in the mid-position. Applying
full pressure will remove the enable device signal(s) to
the safety circuit. Release of the switch will also remove
the enable device signal(s) to the safety circuit.

mechanically-linked contacts: Contacts on a control
device such as a relay, that are constructed in such a way
that normally closed contact element(s) and normally
open contact element(s) cannot simultaneously be in the
closed position. Alternative terms include force guided,
positively driven, direct link, mechanically guided, and
positive guided. (force guided: ANSI TR6:draft)

monitoring: See feedback.

muting: The temporary automatic suspension of a safety
function(s) by the safety circuit. (ISO 13849-1:2006)

NFPA: An acronym used as part of a standards
publication number; in this case a National Fire
Protection Association standard.

perimeter guard: A device used to stop and/or prevent
the starting of a machine when a person enters an area
where a hazard exists. A perimeter guard encloses the
perimeter of the machine or system. The guard is not
typically interrupted each cycle of the machine. Typical
perimeter guards are interlocked guard doors, although
presence-sensing devices such as light curtains and safety
mats can be implemented as perimeter guards.
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A.25

A.26

A.27

A.28

A.29

point-of-operation guard: A guarding method used to
protect a person who performs an interactive task such as
loading, unloading, or inspecting in an area of a machine
where a hazard exists, often a limited area of the
machine. The operator normally trips the point-of-
operation guard during each cycle of the machine.
Typical point-of-operation guards include a presence-
sensing devices such as a light curtain, or two-hand
control devices, although interlocked guard doors or
safety mats can be implemented as point-of-operation
guards.

positive opening contacts: Use of rigid mechanical
linkage between the limit switch actuator and contact
element.

presence-sensing device initiation (PSDI): Operating
mode of initiating a single cycle (indirectly) by a
presence-sensing device. When the presence-sensing
device senses that work motions of the operator (related
to feeding or removing parts) are completed and all parts
of the operator’s body are withdrawn from the sensing
field of the device, the cycle may be initiated. (ANSI
B11.19:2010, adapted)

readily accessible: Capable of being reached quickly
for operation, renewal, or inspections, without requiring
those to whom ready access is requisite to climb over or
remove obstacles or to resort to portable ladders, and so
forth. (NFPA 79:2007)

redundancy in the SRP/SC: As applied to safety
circuits, progressively improved safety performance is
achieved through component selection and the structure
of the safety related parts of the control system. The term
redundancy in the SRP/SC is used to indicate such items
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A.30

A3l

A.32
A.33

A34
A.35

as dual inputs to a safety relay, dual outputs from a safety
relay, and dual output devices. All requirements for
redundancy are detailed within the specification.

risk assessment: An overall process comprising risk
analysis (combination of the specification of the limits of
the machine, hazard identification, and risk estimation)
and risk evaluation (judgment, on the basis of risk
analysis, of whether risk reduction objectives have been
achieved). (ISO 13849-1:2006, adapted) The Nexteer
Automotive risk assessment process is detailed in
Nexteer’s Design-In Health and Safety Specification.

SRP/CS: An acronym used in place of Safety Related
Part of the Control System. Part of a control system that
responds to safety-related input signals and generates
safety-related output signals. (ISO 13849-1:2006) For
ease and consistency the term safety circuit has been
used throughout this document.

safety circuit: See SRP/CS.

safety valve: A safety-rated device incorporating
redundant internally monitored cross flow functional
elements in a single body. The valve will typically inhibit
further operation should an internal fault occur and will
maintain the faulted condition until a reset action takes
place. A status switch provides optional feedback and is
not required for the valve’s safety function. This term is
not to be confused with the term safety lockout and
exhaust valve which is used for machine lockout
functions.

safety gate: See interlocked guard door.

safety interlock switch: A device used to connect a
guard with the control system.
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A.36 safety mat: Note: Current Nexteer Automotive
productions systems do not include the use of safety
mats. Use of safety mats requires Nexteer control
engineering approval.

A.37 safety-rated: Specifically designed and category-rated
for use in safety circuits adhering to applicable standards
for machine safety.

A.38 safety relay: A category-rated relay or control module
designed for use in a safety circuit. Control modules can
include a configurable or programmable relay, a safety
integrate module (SIM), or a safety-rated PLC. For ease
and consistency the term safety relay has been used
throughout this document.

A.39 short-circuit-detection:  Detection of shorted inputs
within the safety relay’s dual input channels, typically
accomplished by use of one Ovdc and one 24vdc input
channel. Also accomplished by use of a safety relay
requiring one channel to be energized and one de-
energized in the safe-state. Some light curtains provide
two 24vdc solid-state output signals with short-circuit
detection designed into the light curtain control unit.

A.40 single channel: As applied to safety circuits,
progressively improved safety performance is achieved
through component selection and the structure of the
safety related parts of the control system. The term single
channel is used to indicate that only single devices in any
part of the control system is required.

A.41 suspended vertical loads: Machine components that,
due to gravity, could cause a pinch point or hazard
should the tooling drop from the raised position to a
lowered position. Weight reference for suspended
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vertical loads includes tooling, fixtures, fluid power
cylinder rods, and other machine mechanics. Note that
any weight reference within this specification includes
only the vertical (or downward) component of the load.
A motion that is a combination of both horizontal and
vertical includes only some of the load weight measured
in the vertical or downward direction (minus any
frictional losses); the remainder of the load weight would
act in the horizontal direction.

A.42 two-hand control relay: A safety relay specifically
manufactured for two-hand control applications. This
relay requires simultaneous actuation of the two inputs
within a fixed time of each other, typically 500
milliseconds.

A.43 Type 2 ESPE: An ESPE specifically designed and rated
for use in safety circuits adhering to applicable standards
for machine safety, including at least one output
switching device that goes to the Off-state when the
sensing device is actuated, or when power is removed
from the device. Particular requirements for a Type 2
ESPE can be found in IEC 61496-1.

A.44 Type 4 ESPE: An ESPE specifically designed and rated
for use in safety circuits adhering to applicable standards
for machine safety, including at least two output
switching devices that go to the Off-state when the
sensing device is actuated, or when power is removed
from the device. Particular requirements for a Type 4
ESPE can be found in IEC 61496-1.
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B AnnexB Safety distance formulas

B.1  General formula

The following general safety distance formula should be used to calculate the minimum safe distance to mount the safety device from
the hazardous motions. Note that an adaptation of this formula for light curtains is listed separately. This is the formula suggested in
ANSI B11.19 and EN 999.

Dg=KxT
Dg = Minimum safety distance between the device and the nearest point of operation hazard (in inches).

K = Hand speed constant of 63 inches per second
T = The total time to stop hazardous motion which include various factors (in seconds).

The total time that it takes for hazardous motion to stop includes portions that vary by machine type and by the safeguarding device
applied. The following affect the total stopping time:

Stop time of the equipment including stopping capability of motors, drives, and the reaction time of valves (referred to as Tg).
Response time of the machine control system (referred to as T¢).
Response time of the safeguarding device including its interface (referred to as Ty).

Note: Tg+ T¢ + Ty can be measured by a stop-time measurement device such as the Gemco Series 1999 Semelex 11
Safetimeter test set .
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B.3  Lightcurtains

The following safety distance formula shall be used to calculate the minimum safe distance to mount the light curtain from the
hazardous motions. This is the formula suggested in ANSI B11.19 and EN 999.

Ds=Kx(Ts+Tc+Tr)+ Dpf

Dpf = Added distance due to the penetration factor as shown on Chart 1 below. The distance a person’s finger or hand must

penetrate the light curtain sensing plane before detected by the light curtain. Light curtains with a narrower beam spacing
will have a smaller Dpf; they will detect a person’s finger.

The minimum object sensitivity, or the penetration factor Dpf; is stated by the light curtain manufacturer.

25
BLANKED
DIMENSIONS 2.0
OR
MINIMUM OBJECT  1°
SENSITIVITY 10
(IN INCHES)

05

0.0

CHART 1
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C AnnexC
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315
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I R [ [ | SEE NOTE #7
3R resde | :T
I 4 " 3084 | == .
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I 5 - || 3070 |u12
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[ I | 11 300
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[ N i 11 I
[ ande | | |
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! s =210 = wazaroous |
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i_ =2 & 208 337
gecs | 00 __ T T T T T — T T T -
.y 3230 o] FOWER TO FLC ~
4 INFLTS *
SEE NOTE #7
2250R 250CRM
2250 = 3251 FOWER TO FLC
p—o” o i} 843 | DUTRUTE
L (NON-HAZARTOLS )
+244/DC
23 PLC TNPUTS 1765-1018
(USED FOR STATUS & MACHINE 240 0G
[3230 CONTRIL, NOT SAFETY FUNCTION: RAK: RACK
SLOT: 1
250CRM I CONTROL
| | PINo | POWER DN
NO E-STOP
s i CYCLE START
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ek |
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355

356

337

352

359

361

362

363

304

Category 3 Light Curtain and Pneumatic Motions Muting Circuits

+24DC DC_COMMEN
Lces | 17640816 EN
5251 4 00 2702
FACK: RACK
sLAT: 2 PLC OUTPUTS
NON-HAZARDOUS MOTION
0c HaT
out D20 £
LR, CR LIGHT CURTAIN
[oemr are Wi Bl Ay i EmTval mon | FoazEsa
REPLACE MUTE RELAY WITH EGUIWALENT =
- |INDUSTRISL COMTROL RELAY WITH |
— mECHAN[CALLY—L]NKED CONTACTS
1788-081B
Y I
RACK: RACK
SLT: 3 FLC OUTFUTS
2140 HAZARDOUT WOTION
0C HaT
out 050 ADVANCE
0 (A . fL URPER JACKET
03.050LF14 ZLITE
U @ Dzl /L RETRACT
O=1SOLF12 UPFER JACKET
e S SLIDE

Deslgh Notesi

L The reloy reploacement note from line 342 sholl be included on the finol design prints

2. The O20CR normally—closed contoct on lne 314 removes hozordous power upon reloy
ar logle fallure, follure to the OM-stote,

3. The PLC logic shall include foult indication if the stote of imput [L4 comtraodicts with
the state of ocutput O2.0

4, The normally-open O20CR contact on lihe 341 is for machine disgnostics, does not hove
safety Implicatlons, and therefore con ke elther o normally-open or o normolly-closed
contoct deperding on avallability

5. The PLC Mute logic should energize reloy O20CRE while the machine is in Automatic mode
but nat while the mochlne |5 In Cycle

6, I[f the light curtein is interrupted while [n Cycle, the FLC Mute logic must NOT
reenerglze under thls foult canditlan, Relay O20CR must stoy de—energlzed to force
the feedbock 32ICE to troansition for light curtoin reset,

7. If o Herlan safety valve |z used Ihstead of o standord Z-way valve, there |s no reed
for 32ICE kecouse the Herion is internally monitored. The stotus signol from the Herion
stlll needs to be wred to the PLC for status Indicatlon (Replaclng 321CR on Input I1.2).

Page 48 of 51



nexLeecr

AUTOMOTIVE

Specification for Safety Circuits

SD-011

_____ SCFM
@_____ P31
T MATN AIR
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P
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1 PEL

Design Notes:

1, The FLC Mute logic should energize reloy O2Z0CR while the machine is in Automatic mode

but not while the machine is In Cycle, keeping the blocking volve energized between cycles.

2. If o Herion sofety volve is used insteod of o stondord 3-woy wvolve, there is no need

for 22ILE kecouse the Herion is internolly monitored.

=till needs to ke wired to the PLC for stotus indicetion (Replacing 321CRE with Input ILZ2 P3E)

SEE NOTE #Z2
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	1 Scope and Purpose
	1.1 Scope
	1.1.1 The specification addresses the use of control systems as applied to equipment safeguarding, (examples include safety gate circuits, light curtains, and two-hand control). Determining the required category of safety circuit is defined as a resul...
	1.1.2 Emergency stop devices and circuits (e-stop) fall into the scope and purpose of this specification. E-stop circuits perform an auxiliary stop function typically provided in addition to the machine’s safeguarding systems.
	1.1.3 Fluid power (pneumatic and hydraulic) portions of a control circuit are subjected to the same design criteria as the electrical portion to satisfy the requirements of the risk assessment and therefore fall into the scope and purpose of this spec...
	1.1.4 This specification is intended to document and illustrate the basic principles of well designed safety circuits. It should not be considered as the sole source of safety circuit information. Additional information on safety circuits is available...

	1.2 Purpose
	1.2.1 This specification applies to the purchase of new equipment and control system rebuilds. It should not be implied that any existing equipment be required to be retrofitted in order to comply with this specification, however, this specification d...
	1.2.2 The use of safeguarding safety circuits does not replace well-established machine lockout procedures currently in place.
	1.2.3 Each application is unique, and in all cases good engineering practices should be used. For safety device applications and safety circuits not explicitly covered in this specification the principles established in this specification should be fo...
	1.2.4 The use of the word “shall” indicates requirements and the use of the word “should” indicates recommendations. The use of the word “may” indicates permission or allowance and the use of the word “can” indicates a possibility.
	1.2.5 The user has the responsibility to ensure that all local, state and national laws, rules, codes and regulations relating to the use of this specification in any particular application are satisfied.


	2 Safety Circuits – Circuit Categories:
	ISO 13489-1 details the five categories of the Safety Related Part of the Control System (SRP/CS): Category B, and 1 through 4. Category B is the basic category. In Categories 1, 2, 3, and 4, progressively improved safety performance is achieved throu...
	2.0 Category B requirements:
	Standard control practices and components may be used.
	1. Single channel circuitry is required.
	2. SRP/CS inputs (sensing devices) may include standard devices, such as proximity switches and limit switches.
	3. The safety circuit may be programmable, such as logic within a PLC. Hardwired relays are not required.
	4. The final switching device may include standard control components, such as a PLC output.

	2.1  Category 1 requirements:
	As a minimum:
	1. Single channel circuitry is required.
	2. The SRP/CS input devices shall meet a one of the following three requirements. They shall:
	a. have positive-opening contacts, or
	b. be Type 2 ESPE rated, or
	c. be a minimum Category 1 technology.
	Exception: Two-hand control SRP/CS  input device requirements are noted elsewhere in this document.
	3. The safety circuit shall be hardwired. All logic functions of the SRP/CS shall be accomplished through industrial control relays.
	4. Final switching devices shall be hardware-components such as industrial control relays, motor starter contactors, pneumatic and hydraulic motion valves, or electronic components such as servos when applied to a minimum Category 1.
	Figure 2.1.a
	Category 1
	sample
	circuit:
	Part Shuttle
	Guard
	and
	Hydraulic
	Motions

	2.2  Category 2 requirements:
	As a minimum:
	1. Single channel circuitry is required.
	2. The SRP/CS input devices shall meet one of the following three requirements. They shall:
	a. have positive-opening contacts, or
	b. be a Type 4 ESPE rated device, or
	c. be a minimum Category 2 technology.
	Exception: Two-hand control SRP/CS  input device requirements are noted elsewhere in this document.
	3. The safety circuit shall be hardwired. All logic functions of the SRP/CS shall be accomplished through safety relays compliant to published component manufacturer’s literature as a minimum Category 2.
	Clarification: Safety devices such as certain light curtains which include the safety relay functions do not in themselves require an additional safety relay.
	4. Final switching devices shall be hardware-components such as:
	a. safety-rated safety relay contacts.
	b. an industrial control relay (or motor starter contactor).
	c. an electronic component such as a servo when applied at a minimum Category 2.
	d. the pneumatic and hydraulic motion valves.
	5. A feedback contact from the final switching device(s) shall be wired into the feedback terminals of the safety relay.
	Clarification: Pneumatic and hydraulic motion valves do not require feedback into the safety relay.
	Figure 2.2.a
	Category 2
	sample
	circuit:
	Guard Door
	and
	Pneumatic
	Motions

	2.3 Category 3 requirements:
	As a minimum:
	1. Redundancy in the SRP/SC is required.
	2. The SRP/CS input devices shall meet one of the following four requirements. They shall be:
	a. a single device with two positive-opening contacts, or
	b. two devices with one positive-opening contact each, or
	c. a Type 4 ESPE rated device, or
	d. a minimum Category 3 technology.
	Exception: Two-hand control SRP/CS  input device requirements are noted elsewhere in this document.
	3. The safety circuit shall be hardwired. All logic functions of the SRP/CS shall be accomplished through safety relays compliant to published component manufacturer’s literature as a Category 3. Safety relay circuits shall include input wiring short-...
	Clarification: Safety devices such as certain light curtains which include the safety relay functions do not in themselves require an additional safety relay.
	4. Final switching devices shall be hardware-components such as:
	a. safety-rated safety relay contacts.
	b. redundant industrial control relays (or motor starter contactors) with mechanically-linked contacts.
	c. a fluid power blocking valve applied in conjunction with the pneumatic or hydraulic motion valves.
	d. a single hardware-component such as a servo or safety-rated fluid power blocking valve when rated and applied at a minimum Category 3.
	5. A feedback contact from each final switching device shall be wired into the feedback terminals of the safety relay.
	Clarification: A fluid power blocking valve requires feedback into the safety relay; pneumatic and hydraulic motion valves do not require feedback into the safety relay.
	Figure 2.3.a
	Category 3
	sample
	circuit:
	Light Curtain
	and
	Hydraulic
	Motions
	Figure 2.3.b
	Category 3
	sample
	circuit:
	Locked
	Guard Door
	and
	Pneumatic
	Motions
	(blocking
	valve not
	required
	per 3.14.3)
	Figure 2.3.c
	Category 3
	sample
	circuit:
	Two-Hand
	Cycle
	and
	Pneumatic
	Motions
	(and blocking
	valve)

	2.4  Category 4 requirements:
	As a minimum:
	1. Redundancy in the SRP/SC is required.
	2. The SRP/CS input devices shall meet one of the following three requirements:
	a. two devices with one positive-opening contact each, or
	b. be a Type 4 ESPE rated device, or
	c. be a minimum Category 4 technology (that is to say one input device is allowed if the device’s literature clearly indicates it is Category 4 when connected in a Category 4 system).
	Exception: Two-hand control SRP/CS  input device requirements are noted elsewhere in this document.
	3. The safety circuit shall be hardwired. All logic functions of the SRP/CS shall be accomplished through safety relays compliant to published component manufacturer’s literature at Category 4. Safety relay circuits shall include input wiring short-ci...
	4. Final switching devices shall be hardware-components such as:
	a. safety-rated safety relay contacts.
	b. redundant industrial control relays (or motor starter contactors) with mechanically-linked contacts.
	c. redundant fluid power blocking valves.
	d. a single hardware-component such as a servo or safety-rated fluid power blocking valve when rated and applied at Category 4.
	5. Feedback from each final switching device (including fluid power blocking valves) shall be through a mechanically-linked contact wired into the feedback terminals of the safety relay.
	Figure 2.4.a
	Category 4
	sample
	circuit:
	Light Curtain
	and
	Hydraulic
	Motions
	Figure 2.4.b
	Category 4
	sample
	circuit:
	Light Curtain
	and
	Pneumatic
	Motions


	3  Application Requirements
	Requirements organized by category (Category B, 1, 2, 3, and 4) are detailed in Chapter 2 above. The application requirements listed in the following chapter apply to all safety circuit categories unless explicitly noted otherwise.
	3.1 Machine logic (as a consequence of interrupting a safety device)
	3.1.1 The safety circuit(s) shall not disable the control circuit cycle-overtime timer unless interrupting the safety device also aborts the machine cycle.
	3.1.2 Independent of the safety requirements for the safety circuits, the machine sequence logic should also give consideration to the following:
	- Hazards arising from short or long term cylinder movement due to leakage, or from uncontrolled movement due to re-pressurization of cylinders that have been depleted of air, or equipment damage that can result from such an interruption
	- Equipment damage that can result from allowing non-hazardous motions to continue
	- Part quality if a process is stopped and/or started in mid-cycle
	These considerations can in-turn affect the logical response to the drop-out of the safety circuit, but will never lower the category of a safety circuit.
	Note: Machine logic requirements for safety circuit diagnostics are not covered within this specification.

	3.2 Safety relay input circuits
	3.2.1 Connecting several safety devices in series as inputs to the same safety relay shall follow the safety relay manufacturer’s literature.
	3.2.2 If four or more safety input devices are used, they shall be individually annunciated.
	3.2.3 Diagnostics on safety input devices shall be done via independent contacts (such as a separate non-safety-rated contact from the safety gate interlock to a PLC), not with contacts used in the safety relay string.
	3.2.4 When a reset device is required for the safety circuit, the reset function shall be implemented such that the hazardous motions cannot be reinitiated by a reset device being tied-down.
	Note:  Anti-tie-down is typically a function of the reset input or feedback input on a safety relay.

	3.3 Combined safety input circuits
	Safety input circuits, combined in series, shall meet the most stringent circuit requirements as determined by the risk assessment.
	Example:  A risk assessment can document a light curtain application required to be Category 3 and a side-access door application to be Category 2.  If, to minimize components, the light curtain and door interlock switch are connected in series as inp...

	3.4 Safety relay output contacts
	3.4.1 Safety relay output contacts shall be applied per the manufacture’s documented contact ratings. Note: Most safety relays have limited contact amperage ratings compared to the contacts on industrial control relays.
	3.4.2 For category 3 circuits and category 4 circuits, when additional safety-rated contacts are required, two expansion relay/contactors shall be used.
	a. Each expansion relay/contactor shall be powered through a separate safety relay output.
	b. Two contacts, one from each expansion relay/contactor shall be used in series for each power-feed or hazardous device interconnection.


	3.5 Final switching device feedback requirements
	A final switching device is the electro-mechanical control device (such as a contactor, relay, or fluid power blocking valve) that removes power to the hazard. Regardless as to how many devices are in series after the output of a safety relay, the fin...
	3.5.1 For Category B and Category 1 there are no feedback requirements.
	3.5.2 For Category 2 or higher circuits a feedback contact from the final switching device(s) shall be wired into the feedback terminals of the safety relay.
	3.5.3 Additionally, for Category 3 the feedback contact from industrial control relays or motor starter contactors applied as final switching devices shall be mechanically-linked contacts, since this is practicable. The feedback contact from all other...
	3.5.4  Additionally, for Category 4 feedback from all final switching devices shall be provided through mechanically-linked contacts.
	Exception: Feedback signals from final switching devices that do not have mechanically-linked contacts shall be designed per all of the following three requirements.
	Note: This meets the reliability level of mechanically-linked feedback contacts.
	a. A contact from each feedback sensor (or final switching device) shall control an industrial control relay with mechanically-linked contacts (feedback relay)   (see relays 323CR and 324CR in figure 3.5.4.a).
	b. A contact (typically normally-opened) from each feedback relay shall be connected to the safety relay feedback terminals (see 323CR and 324CR contacts in figure 3.5.4.b).
	c. A second contact from each feedback relay (typically normally-closed, but required to be opposite-state to the feedback contact above) shall be connected in the power-feed line to the machine’s hazardous devices   (see 323CR and 324CR contacts in f...

	3.5.5 Final switching devices that meet the requirements of Category 4 safety sub-systems are not required to provide a feedback signal. (Example: A Category 4 fluid power blocking valve does not require a feedback signal into the safety circuit.)

	3.6   Emergency stop applications
	3.6.1 Emergency stop devices and circuits (E-stop) perform an auxiliary stop function typically provided in addition to the machine’s safeguarding, unless otherwise documented on the equipment’s risk assessment.
	3.6.2 The E-stop function shall not be bypassed.
	3.6.3 The E-stop circuit shall, as a minimum, be Category 1 when all other hazards have been addressed and documented by a risk assessment.
	3.6.4  E-Stop is often combined with the control Power On (Master Start) circuit, and/or combined with a machine’s Category 2 perimeter guard door circuit.
	3.6.5 E-stop pushbuttons shall comply with IEC 60947-5-5. They shall be a red mushroom-head, the self-latching type requiring manual reset after actuation, and include background (such as the identification tag) colored YELLOW.
	3.6.6 Safety-rated cable-operated E-stop switches shall comply with IEC 60947-5-5. They shall have a contact(s) that opens both when the cable is pulled or when cable tension is lost, and have contacts that latch in the open position until the switch ...
	3.6.7 E-stop devices shall be readily accessible, located at each operator control station as a minimum.
	3.6.8 E-stop devices shall be connected directly to a hardwired relay. The relay shall:
	a. perform the required emergency stop function.
	b. be reset (start) by a contact from the Master Start pushbutton, an E-stop reset pushbutton, or a PLC contact output with logic initiated by an HMI reset button.
	c. not be reset by pulling-out or twist-release of an E-stop pushbutton.
	d. not reset on application of power.

	3.6.9 Combining E-stop with other safety device input circuitry is permitted and shall meet the most stringent category as determined by the risk assessment.
	a. For Category 2: E-stop pushbuttons and cable-operated switches shall, at a minimum, have one normally closed contact connected to the safety relay input.
	b. For Category 3 and 4: E-stop pushbuttons and cable-operated switches shall have two normally closed contacts connected to separate safety relay inputs.


	3.7 Safety interlock switch applications
	Safety interlock switch applications include all interlocked physical barriers such as interlocked guard doors, hinged guards, fencing, gates, hand-operated and machine-operated access doors, mechanical point-of-operation guarding, perimeter guarding,...
	3.7.1 Safety interlock switches shall comply with EN 1088, IEC 60947-5-1, and IEC 60947-5-3.
	Note: Solenoid-latching safety interlock switches compliant to EN 1088 are latched when de-energized.
	3.7.2 Safety interlock switches on Category 2, Category 3, and Category 4 applications shall be connected into a safety relay.
	3.7.3 Safety circuit input contacts used from safety interlock switches on Category 2, Category 3, and Category 4 applications shall be positive-opening.
	3.7.4 A solenoid-position contact from solenoid-latching safety interlock switches shall be connected to the machine control system for diagnostics and process control.
	Note: Typically a factory-installed jumper from the solenoid-position contact to a safety contact exists, and may need to be removed since the solenoid-position contact is not to be connected to the safety circuit.
	3.7.5 Power to unlatch a solenoid-latching safety interlock switch shall include a normally-closed contact from CRM in parallel with any application logical output.
	3.7.6 Safety interlock switches shall be located and mounted to minimize tampering. They shall not be easily defeated with ordinary hand tools or by tying down the actuators.
	3.7.7 Solenoid-locking safety interlock switches require an unlock-override. The switches shall be located such that the unlock-override can be accessed.
	3.7.8 When it is possible for a person to completely pass through an interlocked guard door, placing their body between that interlocked guard door and the hazard, the following reset requirements shall apply:
	a. A safety interlock circuit reset device shall be provided. The safety interlock circuit shall not be reset by the physical closure of the safety interlock switch or by the return of line voltage (power-up).
	b. The reset device shall be positioned such that it cannot be reached from within the protected area.
	c. The reset device shall be positioned such that the entire area protected by the perimeter guard is visible.
	Exception:  Where the entire area protected by the perimeter guard is not visible from a single reset location, multiple reset devices shall be installed. The location of these reset devices shall be such to collectively allow viewing the entire area ...
	d. Multiple, independent reset devices are permitted, provided the entire area protected by the perimeter guard is visible from each reset location.
	e. Safety interlock circuit reset devices are permitted to be control devices that also perform a different function, such as the Master Start pushbutton, provided all the reset requirements above are met.


	3.8  Light curtain applications
	3.8.1 Light curtains shall be certified in compliance with IEC 61496-1 and IEC 61496-2.
	3.8.2 For Category 1 the light curtain shall (at a minimum):
	a. be a Type 2 ESPE device.
	b. remove power to the final switching device through a hardwired circuit.

	3.8.3 For Category 2 the light curtain shall (at a minimum):
	a. be a Type 4 ESPE device.
	b. include an output to a single channel safety relay or a single industrial control relay with feedback to the light curtain external device monitoring terminals.

	Note: Some light curtains have an embedded safety relay, or safety-rated relay output contacts, designed to the appropriate category such that the machine hazards may be driven directly from these relays. They also include appropriate external device ...
	3.8.4 For Category 3 and 4 the light curtain shall:
	a. be a Type 4 ESPE device (at a minimum).
	b. output to an appropriately rated safety relay or two mechanically-linked industrial control relays with feedback to the light curtain external device monitoring terminals.

	Note 1: Some light curtains have an embedded safety relay, or safety-rated relay output contacts, designed to the appropriate category such that the machine hazards may be driven directly from these relays. They also include appropriate external devic...
	Note 2:  Light curtains that provide two solid-state output signals with short-circuit-detection may be wired directly into two 24vdc safety relay inputs.
	3.8.5 Light curtains shall be mounted in accordance with the safe distance formula. Reference Annex B.
	3.8.6 When it is possible for a person to completely pass through the light curtain, placing their body between the light curtain and the hazard, the reset requirements from the Safety interlock switch applications in Section 3.7.8 above shall apply.

	3.9  PSDI applications
	3.9.1 Light curtains used for PSDI:
	a. shall meet all the requirements of the Light Curtain Applications section above.
	b. shall cover only one opening of the machine.
	c. shall not have Blanking implemented.
	d. shall have a minimum object sensitivity no greater than 25 mm (1.0 inches).

	Note 1: Cascading light curtains may be used, but mirrors shall not be used.
	Note 2: ANSI B11.19 requires a minimum object sensitivity of no greater than 32 mm, however Nexteer Automotive’s SD-007-GC further limits the minimum object sensitivity for all light curtains to no greater than 25 mm (1.0 inches).
	3.9.2 Light curtain safety distance calculations or tested safety placement distance shall be documented on the hardware schematics.
	3.9.3 PSDI shall not be implemented on full revolution mechanical power presses.
	3.9.4 PSDI shall not be used on guard applications where an operator can pass completely through the light curtain and stand between the light curtain and the hazard.
	3.9.5 Each machine incorporating PSDI shall have a caution sign that indicates PSDI is being used per figure 3.9.5. The sign shall use Black lettering on Yellow background. The sign shall be mounted in a position clearly visible to the operator.
	3.9.6 PSDI Mode is a mode that allows machine cycle through the PSDI Armed function. Selection of PSDI Mode shall not enable PSDI Armed nor shall PSDI Mode selection initiate any motion.
	Note: Nexteer equipment typically includes two modes, Auto and Manual. PSDI Mode is a third mode. Only one mode shall be active.
	3.9.7 PSDI Armed is the control function that makes a machine capable of going In Cycle, producing sequenced motions.
	3.9.8 PSDI Armed shall be indicated with an indicator light. The light shall be mounted in a position clearly visible to the operator. (such as near the caution sign required above). PSDI Armed may additionally be indicated on the operator HMI.
	3.9.9 Operator initiation of PSDI Armed (cycle start switch initiation) is required after PSDI Mode selection, and after PSDI Armed is disabled.
	3.9.10 PSDI Armed shall be disabled when not in PSDI Mode, and when an E-stop, cycle overtime fault, light curtain field interrupted prior to end of cycle, or other abnormal stop has occurred.
	3.9.11 PSDI Armed shall also be disabled when the machine is not In Cycle for more than a preset time. The appropriate time setting will depend on the application.
	3.9.12 Sensors shall be provided to detect that all parts are properly loaded before initiation of the machine cycle.
	3.9.13 Initiation of the machine cycle shall occur only as the result of a specific sequence of events, such as parts present sensors released, followed by parts detected as loaded in position (anti-repeat) and the light curtain’s field interrupted an...

	3.10  Bypassed and muted safety circuits
	3.10.1 Bypassing a safety circuit with another safety circuit is permitted as documented on the risk assessment. Bypassing shall be accomplished either by combining (in parallel) the outputs from the two safety circuits, or by combining (in parallel) ...
	3.10.2 Auto mode shall be inhibited when a safeguard is bypassed for any purpose other than normal machine cycle, such as set-up, calibration, tool change, and troubleshooting.
	3.10.3 Safety inputs circuits, when combined in parallel, shall:
	a. meet the most stringent input circuit requirements.
	b. be selectable through mechanically-linked contacts from an industrial control relay, such that only one input circuit can be active.

	Example: For a live-man switch (enabling device) application, provided to view limited machine motion while a point-of-operation guard door is open, the risk assessment documents the live-man switch application as Category 2 (allowing a single input) ...
	3.10.4 For additional Category 2, 3, and 4 parallel input example circuits refer to the two-hand manual control requirements in Section 3.13.
	3.10.5  Muting a safety circuit with another safety circuit is permitted as documented on the risk assessment.
	a. Muting shall be accomplished by combining (in parallel) the two safety circuit’s outputs.
	b. Muting shall meet the most stringent circuit requirements as determined by the risk assessment, including final switching device and feedback requirements.

	Example: For an operator-loaded grinder, both an inner door and outer door provide for operator protection during loading and part-processing respectively. The risk assessment documented both door applications. When the outputs of these safety circuit...
	3.10.6 Muting the point-of-operation guard during the machine load/unload is required for Category 3 pneumatic blocking valve applications.  Refer to Annex C for the required muting circuit.

	3.11  Two-hand control – general
	The following are requirements for two-hand control, whether applied as machine cycle initiation or applied as manual control.
	3.11.1  Two-hand control devices shall be design, constructed, and arranged to:
	a. protect against unintended or inadvertent operation of the machine.
	b. require the use of both hands for actuation (separation such that the operator cannot operate the two devices by the use of one hand and the elbow, or other portion, of the same arm).
	c. be located at a distance from the nearest hazard such that the operator cannot reach the hazard before cessation of hazardous motion. Reference Annex B.

	3.11.2 Limit switches shall not be used for two-hand control operators. Note: Limit switches applied as two-hand control are too easily defeated.
	3.11.3 Two-hand control circuits shall be designed such that:
	a. continuous concurrent actuation by both hands is required during the hazardous situation.
	b. machine operation shall cease upon the release of either one or both of the control devices when hazardous situations are still present.


	3.12 Two-hand control - machine cycle initiation
	Note: Two-hand control implemented for machine cycle initiation, documented in the risk assessment as “frequent exposure”, will require either a Category 1 or a Category 3 (or 4).
	3.12.1 Category 1 two-hand cycle initiation shall:
	a. be hardwired, as a minimum, per figure 3.12.1.
	b. require the release of both control devices before machine operation can be reinitiated.
	c. require the control devices be actuated within a time limit of each other, not exceeding 2.0 seconds. Where this time limit is exceeded, both control devices shall be released before machine operation can be initiated.

	3.12.2 Category 3 and Category 4 two-hand cycle initiation shall:
	a. require the use of a two-hand control safety relay of the appropriate category.
	b. require final switching device(s) and feedback circuits implemented to the appropriate category per Chapter 2.

	Note: Anti-tie-down and control device input concurrency time of 0.5 seconds are included within Category 3 and Category 4 two-hand control safety relays.
	3.12.3 For all categories, consecutive machine cycles shall not result even though both control devices are continuously actuated.

	3.13  Two-hand control – Category B two-hand manual control
	Note: Category B two-hand manual control circuits are typically implemented as a bypass on equipment that includes a Category 1 point-of-operation guard.
	3.13.1 Category B two-hand manual control shall be implemented as a Category 1 two-hand control per the following conditions. It shall:
	a. be hardwired, as a minimum, per figure 3.13.1.
	b. include pushbuttons on the machine HMI as the second control device.
	c. require the release of both control devices before the next manual motion command can be initiated.
	d. require the control devices be actuated within a time limit of each other, not exceeding 2.0 seconds. Where this time limit is exceeded, both control devices shall be released before the next manual motion command can be initiated.

	Note: Category 1 two-hand manual control applications do not exist / are not covered by this specification.

	3.14  Two-hand control - Category 2 two-hand manual control
	Note: Category 2 two-hand manual control circuits are typically implemented as a bypass on equipment that includes a Category 3 (or 4)  point-of-operation guard, although they can also be used to bypass a Category 2 perimeter guard.
	3.14.1 Category 2 two-hand manual control circuits shall be implemented as redundant, parallel inputs into the guard safety relay.
	Note: If the guard is a light curtain, the light curtain will have to be implemented as redundant inputs into a safety relay (and not the industrial control relay option allowed in Section 3.8.4.b) such that the Category 2 two-hand manual control can ...
	Note: If the guard is a Category 2 perimeter guard, the guard will have to be implemented as redundant inputs into a safety relay such that the Category 2 two-hand manual control can be implemented.
	3.14.2 The two-hand control inputs shall consist of one Two-Hand Common pushbutton and one PLC output relay labeled “Manual Motion Command”.
	a. Both the Two-Hand Common pushbutton and the Manual Motion Command relay shall have contacts run to separate PLC inputs for machine logic and diagnostics.
	b. The Manual Motion Command output logic shall be driven by the HMI through logic functionally equivalent to figure 3.14.2.b.
	c. The PLC logic shall require the release of both control devices (the Two-Hand Common and HMI pushbutton) before the next manual motion command can be initiated.
	d. The PLC logic shall require the two-hand control devices be actuated within a time limit of each other, not exceeding 2.0 seconds. Where this time limit is exceeded, both control devices shall be released before the next manual motion command can b...

	3.14.3 The redundant parallel inputs (two-hand control or guarding) shall be selectable through mechanically-linked contacts from an industrial control relay labeled “Allow Category 2 Bypass” such that only one input circuit can be active.
	a. Normally-open contacts shall enable the two-hand control inputs; normally-closed contacts shall enable the guarding inputs.
	b. The Allow Category 2 Bypass relay shall be driven by PLC output logic functionally equivalent to figure 3.14.3.b.

	3.14.4 For Category 2 two-hand manual control bypass of a Category 3 or Category 4 point-of-operation guard, the final switching device and feedback circuit requirements are determined by the risk assessment for the point-of-operation guard, as either...
	Note: If a solenoid-locked door was implemented to eliminated the blocking valve(s) for a Category 4 point-of-operation guard, then the addition of a Category 2 two-hand manual control bypass includes the requirement of the blocking valve(s).
	3.14.5 The Category 2 two-hand manual control bypass of a Category 2 perimeter guard will typically require the bypass of the Reset button, but shall never bypass the feedback from any final switching device.
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	3.15  Pneumatic applications
	3.15.1  Category B, Category 1, and Category 2 pneumatic safety circuit requirements are met by the removal of electrical power to the motion valves per the electrical requirements of the category.
	3.15.2 Category 3 circuits require a blocking valve used in conjunction with the motion valves.
	Note: A single Category 4 rated blocking valve may be used in place of a standard blocking valve and final switching device feedback circuits.
	3.15.3 For Category 3 circuits, the blocking valve is not required when both of the following conditions are met:
	a. The risk reduction method is a solenoid-locked door, locked closed preventing personnel from opening the door until the hazards cease, and
	b. the motion valves are not capable of initiating hazardous motion without being given an electrical command. The Festo VTSA series of valves listed in Nexteer Automotive’s SD-007-GC meet this requirement.

	3.15.4 Category 3 motions with hazards in only one direction do not require a blocking valve when the motion is controlled by a two single-solenoid valve circuit designed per figure 3.15.4.
	3.15.5 Category 4 circuits require the use of a blocking valve selected from the Safety Valve section of Nexteer Automotive’s SD-007-GC.
	3.15.6 For Category 4 circuits, the blocking valve is not required when all three of the following conditions are met:
	a. The risk reduction method is a solenoid-locked door, locked closed preventing personnel from opening the door until the hazards cease, and
	b. manual motions require the solenoid-locked door to be locked closed, and
	c. the motion valves are not capable of initiating hazardous motion without being given an electrical command. The Festo VTSA series of valves listed in Nexteer Automotive’s SD-007-GC meet this requirement.
	(Category 3 and Category 4 blocking valve requirements continue on the next page)

	3.15.7  For Category 3 and Category 4 circuits, blocking valves shall:
	a. exhaust when in the electrically de-energized state.
	b. include feedback circuitry meeting the feedback requirements in Section 3.5.
	c. include diagnostic input to the PLC (if a status switch or diagnostic indication is provided with the blocking valve).
	d. be mounted according to the manufacturer’s recommendations and as close to the motion valves as possible to minimize stop time. Refer to Annex B. Note: This includes minimizing line volumes.

	3.15.8 For Category 2, 3, and 4, system filtration shall be provided such that the air quality meets ISO 8573-1 class 5.5.5.7.4 as a minimum. Note: Use of filters from the Air Preparation section of Nexteer Automotive’s SD-007-GC is one method of meet...
	3.15.9 Piston rods shall be equipped with rod wipers and scrapers wherever possible to minimize contamination ingression.
	3.15.10  Exhaust mufflers shall be sized and plumbed such that they do not restrict the flow of the safety exhausting function.
	3.15.11  Motion valves (or directional valves) shall be mounted:
	a. such that the main spool and pilot spools are in the horizontal position to prevent the effects of gravity from influencing the valves operation and causing motion.
	b. as close to the actuator(s) as practicable to minimize stop time. Refer to Annex B. Note: Line lengths between the motion valves and actuator should be 18 inches or less.

	3.15.12  Motion valves shall be selected based on the motion desired when the electrical command signal is removed.
	a. Single solenoid valves are allowed for control of actuators with strokes less than 3 inches when the desired action is a return to the home position. An example is a conveyor stop that engages the pallet upon loss of the electrical command.
	b. Single solenoid valves are allowed for control of actuators with strokes longer than 3 inches when there is no hazard in the electrically de-energized position.
	c. The use of double solenoid detented valves is discouraged. Double solenoid detented valves are allowed for control of actuators with strokes less than 3 inches when the desired action is to maintain the last commanded position such as some clamp ap...
	Note: Mechanical means of eliminating the pinch point can include - tooling design such that pinch points are inaccessible (within the tooling), or tooling design such that the part covers any pinch points, or the addition of a fixed guard located at...
	d. Double solenoid three-position valves with an exhaust center spool configuration shall be used for control of actuators with strokes exceeding 3 inches and for stopping the actuator motion in mid-position by removal of the electrical command signals.
	e. Double solenoid three-position valves with an exhaust center spool configuration are allowed for all other applications.
	f. Blocked center valves shall not be used. Note: Blocked center valves can create stored energy on both sides of the actuator creating potential for injury should one of the sides have a leak.


	3.16  Hydraulic applications
	3.16.1  Category B, Category 1, and Category 2 hydraulic safety circuit requirements are met by the motion valves upon the removal of electrical power at the appropriate category.
	3.16.2 Category 3 circuits require a blocking valve used in conjunction with the motion valves.
	3.16.3 For Category 3 circuits, the blocking valve is not required when both of the following conditions are met:
	a. The risk reduction method is a solenoid-locked door, locked closed preventing personnel from opening the door until the hazards cease, and
	b. the motion valves are not capable of initiating hazardous motion without being given an electrical command. The hydraulic directional control valves listed in Nexteer Automotive’s SD-007-GC meet this requirement.

	3.16.4 Category 4 circuits require redundant blocking valves, or a Category 4 blocking valve.
	3.16.5 For Category 4 circuits, the blocking valve is not required when all three of the following conditions are met:
	a. The risk reduction method is a solenoid-locked door, locked closed preventing personnel from opening the door until the hazards cease, and
	b. manual motions require the solenoid-locked door to be locked closed, and
	c. the motion valves are not capable of initiating hazardous motion without being given an electrical command. The hydraulic directional control valves listed in Nexteer Automotive’s SD-007-GC meet this requirement.

	3.16.6 For Category 3 and Category 4 circuits, blocking valves shall:
	a. block the hazardous energy supply when in the electrically de-energized state.
	b. include feedback circuitry meeting the feedback requirements in Section 3.5.
	c. include diagnostic input to the PLC (if a status indicating switch or diagnostic indication is provided with the blocking valve).
	d. be mounted according to the manufacturer’s recommendations.

	3.16.7 Hydraulic circuits requiring blocking valve flows greater than 20 GPM shall use a cartridge valve(s).
	3.16.8 System filtration shall be provided to limit the in-service particulate contamination level to values appropriate for the safety circuit components. The contamination level shall be expressed in accordance with ISO-4406. Reference ISO-4406 Tabl...
	3.16.9 Piston rods shall be equipped with rod wipers and scrapers wherever possible to minimize contamination ingression.
	3.16.10  A check valve(s) shall be installed in the hydraulic tank line(s) to prevent fluid from draining to the tank creating an uncontrolled (motion) hazard. Note: The check valve should not have more than 35 kPa (5 PSI) cracking pressure.
	3.16.11   Motion valves (or directional valves) shall be mounted so that the main spool and pilot spools are in the horizontal position to prevent the effects of gravity from influencing the valves operation and causing motion.
	3.16.12  Motion valves shall be selected based on the motion desired upon the loss of the electrical command signal.
	a. Single solenoid valves are allowed for control of actuators with strokes less than 3 inches, when the desired action is a return to the home position. An example is a conveyor stop that engages the pallet upon loss of the electrical command.
	b. Single solenoid valves are allowed for control of actuators with strokes longer than 3 inches when there is no hazard in the electrically de-energized position.
	c. The use of double solenoid detented valves is discouraged. Double solenoid detented valves are allowed for control of actuators with strokes less than 3 inches when the desired action is to maintain the last commanded position such as some clamp ap...
	Note: Mechanical means of eliminating the pinch point can include - tooling design such that pinch points are inaccessible (within the tooling), or tooling design such that the part covers any pinch points, or the addition of a fixed guard located at...
	d. Double solenoid three-position valves with exhaust (float) center spool configuration shall be used for control of actuators with strokes exceeding 3 inches and for stopping the actuator motion in mid-position by removal of energy.
	e. Double solenoid, three-position valves with exhaust (float) center spool configuration are allowed for all other applications.
	f. Blocked center valves shall not be used. Note: Blocked center valves can cause motion due to the internal leakage from P to both A and B within the valve.
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	3.17  Control of suspended vertical loads (due to gravity)
	On electrical applications, brakes may be required to stop or hold suspended vertical loads if mechanical devices such as shot pins or counter-balance weights have not been provided. Note: Suspended vertical loads shall be controlled by a mechanical d...
	On fluid power applications, control devices such as PO check valves, rod-locks (rod brakes), and counter-balance valves, may be required to stop or hold suspended vertical loads if mechanical devices such as shot pins or counter-balance weights have ...
	3.17.1 Fluid power circuits for suspended vertical loads shall include PO check valves.
	a. Pneumatic and hydraulic PO checks shall be installed as close as practicable to the actuator’s port that supports the suspended vertical load.
	b. Pneumatic PO checks require a meter-out flow control to be installed between the PO check and the actuator.
	c. Pneumatic PO checks shall be installed between the meter-in flow control and the actuator.
	d. Pneumatic PO checks that do not automatically vent their downstream pressure on a loss of the incoming supply require additional provisions to manually exhaust stored energy.  Warning tag(s) shall be documented on the drawings and be placed next to...
	e. Hydraulic PO checks shall not be used on single rod cylinders where intensification could exceed the rating of components. Note: Failure of the check to open on single rod applications, or the sudden stopping of fast moving loads, can cause intensi...

	3.17.2  Fluid power circuits for suspended vertical loads greater than 35 pounds shall include an additional control device such as a rod lock or a hydraulic counter-balance valve.  Alternatively, suspended vetical loads can be controlled by a mechani...
	3.17.3 Rod-locks shall:
	a. be rated for dynamic stopping.
	b. be applied per manufacturer’s recommendations.
	c. include a PO check valve in the actuator circuit for pneumatic applications, meeting the requirements of Section 3.17.1. Note: This PO check provides control of the load during the transition period between the release of the rod-lock and energizat...

	3.17.4 Hydraulic counter-balance valves shall include:
	a. an internal relief function set 300 PSI above that required to suspend the load.
	b. a manual means of relieving the trapped pressure. Note: Some counterbalance valves are provided with a manual override.

	3.17.5 Gon tippers are special vertical load applications that require velocity fuses. The gon tipper circuit shall include:
	a. veleocity fuses installed as close as practicable the actuator’s port that supports the suspended vertical load.
	b. rigid conductors between the velocity fuse and the actuator port.

	Note: These velocity fuses are one method of reducing the whipping hazard caused by a ruptured hose.

	RECORD OF REVISIONS


