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Goals: 

1. Injury-free Environment 

2. Optimize Performance 

 
Benefits: 

1. Improved Morale 

2. Increased 

Productivity 

3. Improved Quality 

4. $$ Saved 



 

 



 

 

 

 

 

 

https://nexteerautomotive.sharepoint.com/sites/intranet/Ergonomics/Pages/Design-In-Tools.aspx


 

  

 

 

 

 

 

 

• 

• 

• 

 

 

 

https://nexteerautomotive.sharepoint.com/sites/intranet/Ergonomics/Pages/Analysis-Tools.aspx


 

 

 

 



 

 

 

 



 

 

 

• 

• 

• 

• 

• 

 

https://nexteerdataexchange.com/


 

 

 

• 

• 

• 

• 

• 

 

Height (H)

Width
(W)

Stroke Width (SW)

5
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2093 Preferred over       2093
When space is limited and the character size is critical,

fill most of the space within the border.

5487 Preferred over     5487
When space is not critical, a larger surrounding border

contributes to even better readability.
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Pinch Grip Power Grip 

 

Poorly Fitted Well Fitted 
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Preferred 

Diameter 

0.45 in. 

(11 mm) 
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Use Compliant Radius

On Shaft For Easy Alignment

100%

r

D

20% gets 80% of benefits

Radius r = Diameter D



 

 

 

 

 

 

 

 

Difficult to Align Easy to Align

Nothing to help

the operator 

locate the part.

An Edge is not a 

locating feature.

Locking Tabs

Locate and Secure

Reduce The Fastener Count

Poor:

Better:

Best:
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36” max.

21” min.

Load Heights, Tugger

 

Aisle Width

Top View

Supermarket

 
3’

Racks

https://nexteerautomotive.sharepoint.com/sites/intranet/Ergonomics/Pages/Design-In-Tools.aspx
https://nexteerautomotive.sharepoint.com/sites/intranet/Ergonomics/Pages/Design-In-Tools.aspx
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18” max.

height
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20” max.
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