
 

 



 

  

  

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  



 

 

 

 

 

 

 

 

 
  



 

 

 

 

 

b.1 Function (1): Return the latest database record header information to the machine. 
Name/Data column information is not returned. This function is used primarily to check 
that a part was processed by the correct upstream machine and has an appropriate 
status to run. 

b.2 Function (2): Return the latest database record to the machine, filtered by the list of 
StationIDs specified by the Station Lookup ID(s) setting. This function is used to return 
data from a specific list of upstream stations and is not to be use for permissions. 

b.3 Function (3): Return latest record full record data to the machine. This function works 
the same as a function 1, but also includes Name/Data column information from the 
previous station. 

b.4 Function (4): Perform two queries on the database to find the header information from 
the latest record for permissions, and Name/Data information filtered by the list of 
StationIDs specified by the Station Lookup ID(s) setting. The header data from the first 
query, and the Name/Data information for the second query are combined into a single 
record and returned to the machine. The purpose of this function is to perform both 
function (1) and function (2) type requests at the same time using a single lookup for 
efficiency. 

 

 

 

 



 

 

 

 

 

 

 

 

  



 

 

 

 

 

 

 

 

 

 

 
 



 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 
 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 PPPPPPPP = 8-digit part number (supplied by the PLC) 

 YY = 2-digit year (calculated by the Trace PC) 

 JJJ = 3-digit Julian day (calculated by the Trace PC) 

 SSSSS = 5-digit sequence (calculated by the Trace PC) 

 UU = User specified characters (supplied by the PLC) 



 

 

 

 

 

 
 



 

 

 

 PPP = 3-digit plant identifier (supplied by FORD) 

 SSSSS = 5-digit base 36 sequence starting at 10000 (calculated by the Trace PC) 

 10001 

 10002 

 10003 

 ... 

 10009 

 1000A 

 1000B 

 1000C 

 ... 

 1000X 

 1000Y 

 1000Z 

 10010 

 10011 

 10012 

 .... 

 ect 
 



 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 


